PRESSURE CONTROLS

Maximum Maximum Flow US.GPM
Operating 5 1 2 5 10 20 50 100 200 500
Valve Type Graphic Symbols | Pressure | __ \‘ : L : H\H‘\ 1 \‘ H\‘\“ — ‘\H‘\ 1 \‘\ H‘\“ ‘\H\H‘\ ! \‘ Page
MPa 1 2 3 5 10 20 30 50 100 200300 500 10002000
sy L/min
Remote Cont. i 25
Relief Valves ﬂi]% 3630) | BL o1 203
< [
Direct Type [ B 21 206
Relief Valves (3050) | DT/DG 02
N I
Pilot Operated i 25 B B 209
Relief Valves (3630) BT/BG 03 f 06 :
Low Noise Type . 25 I I I Ll
Pilot Operated - K : : 216
Relief Valves (3630) S-BG 03:06 ; 10
I I I I | L1
Sol. Cont. sy 25 — 20
Relief Valves ﬁgkl (3630) BST/BSG 03 06 10
Low Noise Type ~HIE 25 I [ 1 I I [
Sol. Cont. : ] 230
Relief Valves 7‘:1;;1 (3630) SHELG Wty
~ = I L1 I I [ 1
H TypePress. Cont. Valves / { i : 21 i T T
HC TypePress. Cont. Valves = J (3050) II:IIEI'II"{/SCG 03; 06 : 10 EEF 16 237
Press. Reducing Valves/ | . T *ﬁ‘ 21 ‘ L ‘ I - I L [
Press. Reducing ¢Fﬂ% ‘ RT/RG : : 'RF 251
& Check Valves L =30 | (050) | RCTRCG 03: 06 : 10 ipcpl6
D [ [ 1 I I [ 1 I I
Pres. Reducing L 03 : 14(2030) B 260
& Relieving Valves 06 : 25(3630)| RBG 03 06
- [ [ 1 I I [ 1 I I
Unloading F‘%W\ 21 265
Relief Valves 2 (3050) BUCG 06 : 10
£ 25 [ L1 I I L1 I L
Brake Valves ey (3630) | UBGR 03{ 06 {10 2
Semiconductor Type 35
Pressure Switches | %_/L (5080) JT-02 272
. 20(2900)
Pressure Monitoring System —_— 35(5080) 274
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Hydraulic Fluids

M Fluid Types

Any type of hydraulic fluids listed in the table below can be used.

Petroleum base oils

Use fluids equivalent to ISO VG 32 or VG 46.

Synthetic fluids

Use phosphate ester or polyol ester fluid. When phosphate ester fluid is used,
prefix "F-" to the model number because the special seals (fluororubber) are required to be used.

Water containing fluids

Use water-glycol fluid.

Note: For use with hydraulic fluids other than those listed above, please consult your Yuken representatives in advance.

B Recommended Fluid Viscosity and Temperature

Use under conditions where the viscosity and temperature of the hydraulic fluid remain in the ranges indicated in the

following table.

Name

Viscosity

Temperature

Remote Control Relief Valves
Direct Type Relief Valves
Pilot Operated Relief Valves

Low Noise Type Pilot Operated Relief Valves

Solenoid Controlled Relief Valves *

Low Noise Type Solenoid Controlled Relief Valves *

H Type Pressure Control Valves

HC Type Pressure Control Valves
Pressure Reducing Valves

Pressure Reducing and Check Valves
Pressure Reducing and Relieving Valves
Unloading Relief Valves

Brake Valves

15 - 400 mm?/s
(88 - 1800 SSU)

-15 - +70°C
(5 - 158°F)

Semiconductor Type Pressure Switches

15 - 400 mm?/s
(88 - 1800 SSU)

20 - +70°C
(- 4 - 158°F)

* If the valve is provided with a vent ristrictor (ex. : A-BSG-03), the viscosity range should be 15 - 200 mm?/s (80 - 900 SSU).

Il Control of Contamination

Due caution must be paid to maintaining control over contamination of the hydraulic fluids which may otherwise lead to
breakdowns and shorten the life of the valves. Please maintain the degree of contamination within NAS 1638-Grade 12.
Use 25 pum or finer line filter.

Interchangeability in Installation between Current and New Design

Model change has been made on the following products.

The difference between current and new design has been described on the paragraph of “Interchangeability in Installation
between Current and New Design”. Refer to relevant pages on each series.

Model Numbers Mounting
Name Interchange- Main Changes Page
Current New ability

BS:*-03, -47% BS:-03, -48:
Sol(.:n01d Controlled BS3-06, 47% BS3-06, 485 Yes 222
Relief Valve

BSx*-10, -47% | BSx*-10, -48% Pilot valves (DSG-01) have been

S-BSG-03. -52% | S-BSG-03. -533 changed in the design numbers 70.
Low Noise Type ’ i
Solenoid Controlled | S-BSG-06, -52:% | S-BSG-06, -53: Yes 231
Relief Valve

S-BSG-10, -523% | S-BSG-10, -53%

Pressure Controls




PRESSURE CONTROLS

B Remote Control Relief Valves

This valve is used as a remote control valve for pilot operated type

pressure control valves.

M Specifications
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Model Numbers Max. Operating P Approx. Mass
Threaded Sub-plate ax.Mgzr?;;% fes: kg (Ibs.)
Connection Mounting DT type DG type
DT-01-22:% DG-01-22:% 25 (3630) 1.6 (3.5) 1.4 (3.1)
L |
B Model Number Designation
F- D 3 T -01 -22 3 %
Special Seals Series Number | Type N f Valve Size Design ‘ Design Standards
| Mounting Number |
F: i T: Threaded i None: Japanese Std. "JIS"
Special Seals 3 Connection 22 | 80: European Design Std.
for Phosphate D: | | 90:N. American Design Std.
Ester Type Remote Control 01 i
Fluids Relief Valves | ! None: Japanese Std. "JIS" and
(Omit lg not | G: i/}lb—pl:ate 22 | European Design Std.
required) ! ounting ! 90:N. American Design Std.

M Instructions Graphic Symbol

® To adjust the pressure, loosen the lock nut and turn the handle slowly clockwise for higher f"\J
pressures or anti-clockwise for lower pressures. After adjustments, do not forget to tighten i /)(/\
the lock nut. h

® Piping of the tank line should not be connected to any tank line of the other valves, but
connected directly to the reservoir.

® Pressure is limited by collars fitted. If a working pressure cannot be attained,
remove some collars. One collar is equivalent to 10 MPa (1450 PSI).

@ If the internal volume of the vent line is too large, chattering is likely to occur.

L

B Attachment
©® Mounting bolts
Valve Model Socket Head Cap Screw ot
Numbers Japanese Std. "JIS" and European Design Std. N. American Design Std. i
DG-01 M5 X 45 Lg. No.10-24 UNC x 1-3/4 Lg. 4
M Sub-plate
otk ikl Japanese Standard "JIS" European Design Standard N. American Design Standard Approx.
Nve ode Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
umbers . . .
Model Numbers Size Model Numbers Size Model Numbers Size kg (Ibs.)
DG-01 DGM-02-20 Rc 1/4 DGM-02-2080 1/4 BSP.F DGM-02-2090 1/4 NPT 0.7 (1.5)

o Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface should have a
good machined finish.

Remote Control Relief Valves
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DIMENSIONS IN
MILLIMETRES (INCHES)

DT-01-22/2280/2290
Lock Nut 14(.55) Hex.
Two Collars
& Tf\/—\)— =
o] < !
s T il .
.
(1.97)
Fully Extended
193(7.60) Pressure Adjustment
Handle
141.5 QC
(5.57) Z‘
N ah — _
_ N A N
3 9T E
- < N A
| = I
S & 4 4&1 % =
74
Pressure Port (2.91) Lock Nut 24(.94) Hex.

"A" Thd.

Tank Port "A" Thd.

Model Numbers "A" Thd.
DT-01-22 Rc 1/4
DT-01-2280 1/4 BSP.F
DT-01-2290 1/4 NPT

Dimensions of
The Panel Mounting Hole

Max.
*?1 10(.39)
@
®=
=a
8V

204

DG-01-22/2290

5.5(.22) Dia. Through
9(.35) Dia. Spotface
4 Places

Lock Nut 14(.55) Hex.

30 60
—~ (1.18)| | (2.36)
~ ﬁ o g Two Collars
— = ‘ 1| @
8 o3 & R |2

Pressure Port *Lﬂ
, |9
Tank Port S
"0y
Fully Extended Pressure Adjustment
142.5(5.61) Handle (\'
100 INC.
(3.94)
A } \L\ + ‘ ‘ B o
o - 1= i i) o
B s e i ©
Seae@gls [ ] ol& ¥z YORER
T L e Y%=
T

/ Mounting Surface

(O-Rings Furnished)

Sub-plate: DGM-02-20/2080/2090

50

(1.97) 6.2(.24) Dia.
30 10 "A" Thd. (From Rear)
(1.18) (.39) 2 Places
27 24
(1.06) (.94)
15 17
.59 S .
(:59)| 2(.08) ©0lg (.67)
‘ <
=8 © o5 —
e e
oo —~ =
—_ — |~ —_ © %) [
8 AR 7 ~ 4O B Q2+ 4=
Al o Iy 1o & QN ©O|.; O 5 0y
iy ‘? &F Sl N ) F-C
o L R
s
@) ——
Qﬁ( I
"B" Thd. 10(.39) Deep
4 Places
7(.28) Dia. Through
11(.43) C' bore
2 Places
Model Numbers "A" Thd. "B" Thd.
DGM-02-20 Rc 1/4
M5
DGM-02-2080 1/4 BSP.F
DGM-02-2090 1/4 NPT No. 10-24 UNC

Remote Control Relief Valves




PRESSURE CONTROLS

W Spare Parts List

DT-01-22/2280/2290

® List of Seals

Item | Name of Parts Part Numbers Qty.
13 O-Ring SO-NA-P12 1
/ 14 O-Ring SO-NB-P22.4 1
D_l’_h_ U Note: When ordering the seals, please specify the seal kit
number from the table below.
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® List of Seal Kits
Valve Model Numbers Seal Kit Numbers
DT-01 KS-DT-01-22
DG-01 KS-DG-01-22

DG-01-22/2290

® List of Seals

Item | Name of Parts Part Numbers Qty.
L 11 O-Ring SO-NA-P9 1
: 12 O-Ring SO-NB-P9 2
] U Note: When ordering the seals, please specify the seal kit
n number from the table above.

Remote Control Relief Valves 205
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M Direct Type Relief Valves

This valve is used in a hydraulic circuit to prevent damage due to
over pressure and to adjust the maximum circuit pressure of small

capacity.
M Specifications
Model Numbers Max. Operat- | Pres. Adj. | Max. Flow Approx. Mass
Threaded Sub-plate ing Pressure Range L/min kg (Ibs.)
Connection | Mounting MPa (PSI) | MPa (PSI) | (U.S.GPM) | DT type | DG type
DT-02-%-223| DG-02-%-22: | 21 (3050) Note) (41263) 1.5(3.3) | 1.5(3.3)
Note: Refer to the Model Number Designation.
M Model Number Designation
F- D | T -02 -B 22 ®
. . | Type of . Pres. Adj. Range Design | .
Special Seals Series Number 1 i Valve Size MPa (PSI) Number | Design Standards
F: . " T: Threaded B: k-7 | No'ne: Japanese S.td. JIS
Special Seals . ! Connection (5 -1020) 22 i 80:European Design Std.
for Phosphate Dj 3 C:35-14 i 90:N. American Design Std.
Ester Type Direct Type ‘ 02 " (510-2030 1 R
Fluids Relief Valves | G: Sub-plate (510- ) 3 None: Japanese Std. "JIS" and
(Omit if not 3 'Mouﬁtin . H:7-21 22 3 European Design Std.
required) ! (1020-3050) ' 90:N. American Design Std.

* Refer to the Minimum Adjustment Pressure Characteristics.

M Instructions

® To adjust the pressure, loosen the lock nut and turn the handle slowly clockwise for higher
pressures or anti-clockwise for lower pressures. After adjustments, do not forget to tighten

the lock nut.

® Piping of the tank line should not be connected to any tank line of the other valves, but

connected directly to the reservoir.

Graphic Symbol

)
L

B Attachment
® Mounting bolts
Valve Model Socket Head Cap Screw ot
Numbers Japanese Std. "JIS" and European Design Std. N. American Design Std. v
DG-02 M5 x 45 Lg. No.10-24 UNC x 1-3/4 Lg. 4
M Sub-plate
e i Japanese Standard "JIS" European Design Standard N. American Design Standard Approx.
?\Iflfnbe(;se Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
Model Numbers Size Model Numbers Size Model Numbers Size kg (1bs.)
DG-02 DGM-02-20 Rc 1/4 DGM-02-2080 1/4 BSP.F DGM-02-2090 1/4 NPT 0.7 (1.5)

® Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface should have a

good machined finish.

o The sub-plates are those for remote control relief valves. For dimensions, see page 204.

Direct Type Relief Valves



PRESSURE CONTROLS

B Min. Adjustment Pressure B Nominal Override Characteristics

Hydraulic fluid
Viscosity : 35 mm?/s (164 SSU)
Specific Gravity : 0.850

PSI MPa PSI  MPa
175 1.2 3000|- 21.0 -
° |
15017 10 2500 175 — - DT-02-H ——
£1251 4 DG-02-H C
= E 2] | |
= 00l £ 2000~ 14.0 E—
= 0.6 z —
2 751 £ 1500~ 105 DT-02-C
? 0.4 DG-02-C
T 80 1000} 7.0 —
S o5l 02 sool 35 N DT-02-B N
0 0 : DG-02-B
02 4 6 8 10 12 14 16 L/min 0 0
A I I A I S 02 4 6 8 10 12 14 16 L/min mtn
0 1 2 3 4 US.GPM L o d>,
Flow Rate 0 1 2 3 4 45 U.S.GPM lz-a
Flow Rate - =
O 4=
00
DT-02-:-22/2280/2290 Lock Nut 14(.55) Hex. E ﬂq:,
I | Model Numbers "A" Thd.
28 3 ETT
- S _]L[P—"U DT-02-%-22 Re 1/4
ol FN—y
‘ DT-02--2280 1/4 BSP.F
50
(1.97) DT-02--2290 1/4 NPT
Pressure Port Fully Extended Pressure Adjustment DimenSionS,Of
"A" Thd. 163(6.42) Handle The Panel Mounting Hole
Qc. Max.
112 7 10(.39)
(4.41) i g
Je 8 N SR | g
TR W = oA ‘ =a
Se ‘@’L s » 3 YUKEN é b
N Wy ] T
n
(2.91) Lock Nut 24(.94) Hex.
Tank Port "A" Thd.
DIMENSIONS IN | |
MILLIMETRES (INCHES)
DG-02-%#-22/2290 5.5(.22) Dia. Through Lock Nut
9(.35) Dia. Spotface 14(.55) Hex.
= 4 Places
~N
e e — Az
o8 = PN N N ,': k=
cs e le St e
‘ .| 3
*L;LO Tank Port
Pressure Port (39)
50
(1.97)
Fully Extended gr:s(sill:e Adjustment
160(6.42) (\
100 INC.
(3.94) )
g o e H— 23
Sesfei | = IEENE s
z = i i = = :
\ Mounting Surface
(O-Rings Furnished)
Note: For dimensions of the valve mounting surface, see
the dimensional drawing (page 204) of the sub-
plate used together.

Direct Type Relief Valves 207




W Spare Parts List

DT-02-:%-22/2280/2290
DG-02-#-22/2290

JAl

w

Vo el s ~r <
et i
I I Wi
B I }
@ List of Seals
Item | Name of Parts Part Numbers Qty. Remarks
12 O-Ring SO-NB-P9 2 Use only for DG-02
13 O-Ring SO-NA-P12 1
14 O-Ring SO-NB-P22.4 1

Note: When ordering the seals, please specify the seal kit number from the table below.

® List of Seal Kits
Valve Model Numbers Seal Kit Numbers
DT-02 KS-DT-01-22
DG-02 KS-DG-02-22

208 Direct Type Relief Valves




PRESSURE CONTROLS

M Pilot Operated Relief Valves

These valves protect the hydraulic system from excessive pressure, and can be used to maintain constant pressure in a
hydraulic system. Remote control and unloading are permitted by using vent circuits.
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Graphic Symbols
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M Specifications
Model Numbers Max. Operating | Pres. Adj. | Max. Flow Approx. Mass
Threaded Sub-plate Pressure Range L/min kg (Ibs.)
Connection Mounting MPa (PSI) MPa (PSI) | (US.GPM) | BTtype | BG type
100 5.0 4.7
BT-03-%-32% | BG-03-%-32:% (26.4) (11.0) (10.4)
Note)
BT-06-%-32% | BG-06-%-32:% 25 (3630) *-25 (52;)%) (151'%) (152'63)
(K -3630) . . .
400 8.5 8.7
BT-10-%-32s | BG-10-k-32:k (106) (187) (192)
Note: Refer to the Minimum adjustment Pressure characteristics on page 214.
M Model Number Designation
F- B 3 T -03 -V -32 %
. . | Type of Valve High Venting* Design | .
Special Seals Series Number 3 Wiy Size Pres. Feature Number | Design Standards
F: i 03 v: 32 . —
) " T: Threaded . ‘ None: Japanese S.td' JIS
Special Seals B: ! Connection 06 For ngh 32 ' 80: European Design Std.
for Phosphate . | 10 Venting 32 i 90: N. American Design Std.
Ester Type Pilot Operated Pressure ; —
Fluids Relief Valves | G: Sub-plate 03 Feature 32 ! None: Japanese Std. "JIS" and
(Omit if not P Mougting 06 (Omit if not 32 | European Design Std.
required) ! 10 required) 32 ! 90: N. American Design Std.

% Use high venting pressure type to reduce the response time from unload to onload.

Pilot Operated Relief Valves

209



210

M Attachment
® Mounting Bolts
Valve Socket Head Cap Screw
Model Numbers Japanese Std. "JIS" and European Design Std. N. American Design Std.
BG-03 MI12 x 70 Lg. (2 pes.), M12 x 95 Lg. (2 pcs.) 1/2-13UNC x 2-3/4 Lg. (2 pcs.), 1/2-13UNC x 3-3/4 Lg. (2 pcs.)
BG-06 M16 x 60 Lg. (2 pcs.), M16 x 80 Lg. (2 pcs.) 5/8-11TUNC x 2-1/4 Lg. (2 pcs.), 5/8-11UNC x 3-1/4 Lg. (2 pcs.)
BG-10 M20 x 70 Lg. (2 pes.), M20 x 90 Lg. (2 pcs.) 3/4-10UNC x 2-3/4 Lg. (2 pcs.), 3/4-10UNC x 3-1/2 Lg. (2 pcs.)
B Sub-plate
Valve Japanese Standard "JIS" European Design Standard N. American Design Standard Approx.
Model Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
Numbers Model Numbers Size Model Numbers Size Model Numbers Size kg (Ibs.)
BGM-03-20 Rc 3/8 BGM-03-3080 3/8 BSP.F BGM-03-2090 3/8 NPT 2.4(5.3)
Be-03 BGM-03X-20 Rc 172 BGM-03X-3080 1/2 BSP.F BGM-03X-2090 1/2 NPT 3.1(6.8)
BG.06 BGM-06-20 Rc 3/4 BGM-06-3080 3/4 BSP.F BGM-06-2090 3/4 NPT 4.7(10.4)
BGM-06X-20 Re 1 BGM-06X-3080 1 BSP.F BGM-06X-2090 1 NPT 5.7(12.6)
BG-10 BGM-10-20 Rc 1-1/4 BGM-10-3080 1-1/4 BSP.F BGM-10-2090 1-1/4 NPT 8.4(18.5)
BGM-10X-20 Rc 1-1/2 BGM-10X-3080 1-1/2 BSP.F BGM-10X-2090 1-1/2 NPT 10.3(22.7)

® Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface should have a
good machined finish.

M Instructions

@ If a remote control relief valve is used in the vent circuit, see page 203. In addition, if the internal volume of the vent
line is too large, chattering is likely to occur. Thus, as far as possible reduce the inside diametre and the length of the
pipe.

® To adjust the pressure, loosen the lock nut and turn the handle slowly clockwise for higher pressures or anti-clock-
wise for lower pressures. After adjustments, do not forget to tighten the lock nut.

® Piping of the tank line should not be connected to any tank line of the other valves, but connected directly to the
Ieservoir.

® Pressure is limited by collars fitted. If a working pressure cannot be attained, remove some collars. One collar is
equivalent to 10 MPa (1450 PSI).

® With a small flow, the setting pressure may be unstable. Use models numbered 03 and 06 with a flow rate above
8 L/min (2.1 U.S. GPM) and model 10 with 15 L/min (4.0 U.S. GPM).

Pilot Operated Relief Valves



PRESSURE CONTROLS

BT-03-:-32/3280/3290
BT-06--32/3280/3290
BT-10-:-32/3280/3290

DIMENSIONS IN
MILLIMETRES (INCHES)

Lock Nut 14(.55) Hex.

[
LJ

Two Collars

o S —
! I g E’f
‘ 1 = =
. <
Sl eTe
Four positions of pressure adjustment handle
S N are available by rotating cover assembly as shown.
Vent Port Pressure Adjustment
"T" Thd. \
5(.20) B Fully Extended C
3280 Design Only
x [
- matd @&I{ g
o A
f o ‘ 3
- \
N 7 N\ A
w < -
X —N Y, Pressure Port*
T TT "S" Thd. 2 Places
[
-
Tank Port Q
..asr.l. Th?i E Pressure Gauge Connection
" IIUII Thd. N

% There are two threaded connection pressure ports. They can be connected each other in-line; one as inlet and the other
as an outlet or the valve can be used by plugging one of the pressure ports.

Dimensions mm (Inches)

Model Numbers
A B (o] D E F H J K L N Q
BT-03-%-32/3280/3290
75 40 105 52 78 | 150.5 | 68.5 62 36 52 90 45
BT-06-3%-32/3280/3290 (2.95) | (1.57) | (4.13) | (2.05) | (3.07) | (5.93) | (2.70) | (2.44) | (1.42) | (2.05) | (3.54) | (1.77)
85 50 101 80 96 183 89 74 49 80 120 60
BT-10-%-32/3280/3290 (3.35) | (1.97) | (3.98) | (3.15) | (3.78) | (7.20) | (3.50) | (2.91) | (1.93) | (3.15) | (4.72) | (2.36)
Thread Size
Model Numbers
"S" Thd. "T" Thd. "U" Thd.
BT-03-%-32 Rc 3/8 Rc 3/8 Rc 1/4
BT-03-%-3280 3/8 BSP.F 3/8 BSP.F 1/4 BSP.Tr
BT-03-%-3290 3/8 NPT 3/8 NPT 1/4 NPT
BT-06-%-32 Rc 3/4 Rc 3/8 Rc 1/4
BT-06-+%-3280 3/4 BSP.F 3/8 BSP.F 1/4 BSP.Tr
BT-06-%-3290 3/4 NPT 3/8 NPT 1/4 NPT
BT-10-%-32 Rc 1-1/4 Rc 3/8 Rc 1/4
BT-10-*-3280 1-1/4 BSP.F 3/8 BSP.F 1/4 BSP.Tr
BT-10-%-3290 1-1/4 NPT 3/8 NPT 1/4 NPT

Pilot Operated Relief Valves
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YUKEN

BG-03-:%-32/3290
BG-06-%-32/3290
BG-10-%-32/3290

Mounting Surface Lock Nut 14(.55) Hex.

(O-Rings Furnished) \
\Two Collars

"A" SQ.

iy
T

’_J Three positions of pressure adjustment handle
are available by rotating cover assembly as shown.

Pressure Adjustment Handle

DIMENSIONS IN

MILLIMETRES (INCHES)

Vent Port
Pressure Gauge Connection
"X" Thd.
Locating Pin r
6(.24) Dia. \ == 7}}
- O (¢}
T l
,,,,,,,, F >
6. 1. \ o
(24) |7 |
v | J‘ Pressure Port
U J .
D "S" Dia. Through
K "T" Dia. Spotface
v Tank Port 4 Places
E L
F
Dimensions mm (Inches)
Model Numbers
A B C D E F H J K L N P Q S T U \'}
BG-03-%-32/3290 75 40 105 57 78 78 137 | 14.1 | 41 82 117 | 77 22 | 135 | 21 55 77
(2.95)[(1.57)((4.13)[(2.24)|(3.07)|(3.07)|(5.39) | (.56) [(1.61)((3.23)|(4.61)((3.03)| (.87) | (.53) | (.83) |(2.17)|(3.03)
BG-06-%-32/3290 75 40 105 | 40 60 78 161 17 52 104 | 141 | 835 | 45 [ 175 26 38 58
(2.95)[(1.57)[(4.13)[(1.57)|(2.36)|(3.07) | (6.34) | (.67) [(2.05)[(4.09)(5.55)((3.29)| (.18) | (.69) [(1.02)|(1.50)|(2.28)
BG-10--32/3290 85 45 101 47 67 |87.5| 195 | 20.7 | 62 124 | 175 | 110 6 215 | 32 45 65
(3.35)[(1.77)[(3.98) [(1.85)|(2.64)|(3.44) | (7.68) | (.81) [(2.44)((4.88)|(6.89)((4.33)| (.24) | (.85) [(1.26)|(1.77)|(2.56)

Thread Size
Model Numbers Mounting Surface
"X" Thd

BG-03-%-32 Rc 1/4 = 1/4 BSP.Tr

ISO 6264-AR-06-2-A
BG-03-%-3290 1/4 NPT
BG-06-%-32 Rc 1/4 = 1/4 BSP.Tr

ISO 6264-AS-08-2-A
BG-06-%-3290 1/4 NPT
BG-10-%-32 Rc 1/4 = 1/4 BSP.Tr

ISO 6264-AT-10-2-A
BG-10-%-3290 1/4 NPT

212 Pilot Operated Relief Valves




PRESSURE CONTROLS

BGM-03,03X-20 / 3080 / 2090 DIMENSIONS IN
BGM-06,06X-20 / 3080 / 2090 MILLIMETRES (INCHES)
BGM-10,10X-20 / 3080 / 2090

A
"d" Dia. Through B ¢
"e" Dia. Spotface D E
4 Places z
upn F "t" Thd.
4 Places -
- 6.2(.24) Dia.
i )
o &/ [ X
=z \/
y OO o ®
I X N\ = o = O
Y 2 5 2
g A g
O o%
A% pue
O IO on 53
2 Places o
7(.28) Dia. 10(.39) Deep "n" Thd. 2 Places

(From Rear)

Dimensions mm (Inches)

Model Numbers
A B @ D E F H J K L N P Q G
86 26
BGM-03 86 60 13 | 538 | 31 | 269 | 149 | 13 | 123 |(339)] 32 [(1.02)] 97 | 538
BGM.03X (3.39) | (2.36) | (.51) | (2.12)] (.12) | (1.06) | (5.87)| (51) |(4.84)[ 95 |(1.26)| 21 |(3.82)|(2.12)
(3.74) (.83)
106.5 27.2
BGM-
GM-06 108 | 78 15 70 4 35 | 180 | 15 | 150 (419 51 |(1.O7)| 121 | 66.7
4.25) | 3.07)| (59) | (2.76) | (.16) | (1.38) [ (7.09) | (.59) | 3.9 [ 119 |OD| 18 |4.76) | (2.63)
BGM-06X
(4.69) (71
138.2 30.2
BGM-1
M0 106 | o0 | 16 | 826 | 57 | 413 | 227 | 16 | 195 |G44| 62 |(1L19)] 154 | 889
(4.96) | (3.70) | (.63) | (3.25)| (22) | (1.63) | (8.94)| (.63) |(7.68)| 158 | (244 | 17 |(6.06)](3.50)
BGM-10X
(6.22) (.67)
Dimensions mm (Inches)
Model Numbers
T u \' X Y V4 a b d e f
BGM-03 32

19 | 474 0 22 22 |(1.26)| 20 | 145 | 11 175 | 19
(75) | (A87)| (O) | (87) | (8) | 40 | (79) | (57) | (43) | (.69) | (.75)

BGM-03X 157
BGM-06 40
37 | 555|238 334 11 |(S5D| 25 | 23 | 135 | 21 | 24
1.46) | (2.19) | (94) | (1.31) | (43 98) | (91) | (53) | (83) | (.94
BGM-06X (1.46) | (2.19) | (.94) | (1.31)| (.43) (1587) (98) | (91) | (.53) | (.83) | (.94)
50
BGM-10
42 | 762 | 31.8 | 445 | 127 |49 ] 32 | 28 | 175 | 26 | 31
1.65) | (3.00) | (1.25) | (1.75) | (.50 1.26) | (1.10) | (.69) | (1.02) | (1.22
BGM-10X (1.65) | (3.00) | (1.25) | (1.75) | (.50) (2628) (1.26) | (1.10) | (.69) | (1.02)|(1.22)
Japanese Standard "JIS" European Design Standard N. American Design Standard
Model Design "20" Design "3080" Design "2090"
Numbers
wh v Thd. | "t" Thd. wp w" Thd. | "t" Tha. whe w" Thd, | "t" Thal.
BGM-03 MI2 Thd. Re 3/8 MI2 Thd. 3/8 BSP.F 1/2-13UNC Thd.| 3/8 NPT
BGM-03X | 20(79)Deep | pcip 20(.79) Deep |1/ BSP.F 22(.87) Deep 1/2 NPT
BGM-06 Re 3/4 3/4 BSP. F i 3/4 NPT
b 12"?69;{*’%' Re 1/4 12"?69;{}‘% 1/4 BSP.F 3/7811(1)31\115 Thd. 1/4 NPT
BGM-06X (98)Deep | Re (98)Deep || Bsp.F (1.06) Deep | | NPT
BGM-10 M20 Thd. Rel-1/4 M?20 Thd. 1-1/4 BSP.F 4/4-10UNC Thd.| 1-1/4 NPT
BGM-10x | 28(1.10)Deep | R 112 28(1.10) Deep |1_1/2 BSP.F 28(1.10) Deep | |_1/2 NPT
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B Nominal Override Characteristics

BT-03, BG-03
PSI MPa
3600 25 [
ssooE 24
o 23
7 23001~ 16 E—
EzoooE 12
2251 16 —
13
150E1.o —]
0 25 50 75 100 L/min
| | | | |
0 5 10 15 20 25 U.S.GPM

Flow Rate

BT-10, BG-10
PSI MPa

oo B ——1 T
3300+ 23 ‘ ‘ ‘ ‘

23001 16
E 15
141

2000

Pressure

300 2 01
20l 18—

0 100 200 300
| | |

400 L/min

0 25 50 75
Flow Rate

|
100 U.S.GPM

B Min. Adj. Pressure & Vent Pressure vs. Flow

BT-03, BG-03
—— Vent Pressure
PSI MPa ——- Min. Adjustment Pressure
100}-0.7 —|
so|-08 ="
) —_—r—
560*0.4 —/——‘——_—-
5 40} —17] [ L —]
= [ Low Venting

- High Venting ~ Fressure lype

20
Pressure Type
0 0 | |
0 25 50 75 100 L/min
| | | | |
0 5 10 15 20 25 U.S.GPM
Flow Rate
BT-10, BG-10
—— Vent Pressure
PSI MPa ——- Min. Adjustment Pressure
225|-1.6 i i
200 High Venting
1.2 Pressure Type /
0150 /
I A s e
3 0.8[——
£100}-
= —1
50| 041— 3
B — \ Low Venting |
0 0 Pressure Type
0 100 200 300 400 L/min
| | | |
0 25 50 75 100 U.S.GPM

Flow Rate

Hydraulic fluid: Viscosity : 35 mm?/s (164 SSU)

Specific Gravity : 0.850

BT-06, BG-06
PSI MPa
SGOOE 25 e
» 3300F 23—} : : :
P e —— s e
£ zoooE5li! —
2751 1.9} | | | |
ZOOE 1gl T T T T
|o 50 100 150 200 L/min
| | | | |
0 10 20 30 40 50 US.GPM

Flow Rate

Hydraulic fluid: Viscosity : 35 mm?/s (164 SSU)
Specific Gravity : 0.850

BT-06, BG-06
—— Vent Pressure
PSI MPa ——- Min. Adjustment Pressure
2001-1.4 i i
1.2 High Ventin,
150 High Venting /
g o m /
Z100|- N__F"
R T o
s0-04 j— Low Venting
B Pressure Type — |
0 0 | |
0 50 100 150 200 L/min
| | | | |
0 10 20 30 40 50 U.S.GPM
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PRESSURE CONTROLS

W Spare Parts List

BT-03-%-32/3280/3290
BT-06-#%-32/3280/3290
BT-10-#%-32/3280/3290

® List of Seals

Part Numbers

Item | Name of Parts Qty. Lo
BT-03 BT-06 BT-10 @ 3

=
16 O-Ring SO-NA-P9 SO-NA-P9 | 1 g %
17 O-Ring SO-NB-P32 SO-NB-P42 | 1 oo. >
(e
24 | Bonded Seal SG-FB-3/8 SG-FB-3/8 1 3 g
S0
Note: When ordering the seals, please specify the seal kit number from the o o

table below.

® List of Seal Kits

Valve Model Numbers Seal Kit Numbers
BT-03
KS-BT-03-32
BT-06
Section "A" BT-10 KS-BT-10-32

for Design 3280 - - -
Note: No bonded seals are included in the seal kits.

BG-03-:-32/3290
BG-06-%-32/3290
BG-10-%-32/3290

21)(16)(6)(7)(8)(2)a7)(9) 10)(11) (13 (12)

—=——wH | "‘__EH‘-‘J
@ List of Seals
3\@ Part Numbers
\@ Item | Name of Parts Qty.

\@ BG-03 BG-06 BG-10
i 17 O-Ring | SO-NA-P9 | SO-NA-P9 | SO-NA-P9 | 1
%.7 \@ 18 O-Ring SO-NB-P9 | SO-NB-P11 | SO-NB-P9 1

= \® 19 O-Ring SO-NB-P18 | SO-NB-P28 | SO-NB-P32 | 2
% 20 O-Ring SO-NB-P32 | SO-NB-P32 | SO-NB-P42 | 1

Note: When ordering the seals, please specify the seal kit number from the
table below.

@ List of Seal Kits

Valve Model Numbers Seal Kit Numbers
BG-03 KS-BG-03-32
BG-06 KS-BG-06-32
BG-10 KS-BG-10-32
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YUKEN

M Low Noise Type Pilot Operated Relief Valves

Pilot operated relief valves here have been particularly developed as low-noise types. Able to protect pumps and control
valves against excessive pressures, they are used to control the pressure in the hydraulic system to a constant level.
Remote control and unloading are permitted by using vent circuits.

Graphic Symbols
I\ N
I I
L L
Vent Connection
M Specifications
Max. Operating Pres. Adj. Max. Flow Approx.
Model Numbers Pressure Range L/min Mass
MPa (PSI) MPa (PSI) (U.S.GPM) kg (Ibs.)
S-BG-03-%-3k-40% Note) 100 (26.4) 4.1(9.0)
S-BG-06--3k-40% 25 (3630) H*-25 200 (52.8) 5.0 (11.0)
S-BG-10-3-40% (X -3630) 400 (106) | 10.5(23.2)
Note: See minimum adjustment pressure characteristics on page 218.
M Model Number Designation
F- S- B ' G -03 -V -L -40 | *
. Low Noise Series | Typeof |Valve| High Venting”' Direction Design | .
Special Seals Type Number | Mounting | Size Pres. Feature of Handle Number | Design Std
F: | 03 i w0
G . fi !
Special Seals for | S: B: L G v: . . (Vlewed rom pre.ssure> i
Phosphate Ester | Low Noise | Pilot i Sub-plate For High Venting gauge connection |
Type Fluids Type Operated | Mounting | 06 | Pressure Feature L: Left (Normal) R:Right 40 | Refertok?2
(Omit if not Relief | ——— (Omitif not !
required) Valves } 10 required) 40 |
+ 1. Use the high venting pressure type where it is necessary to reduce the response time from unloading to onloading.
% 2. Design Standards: None............ Japanese Standard "JIS" and European Design Standard
90 i N. American Design Standard
M Sub-plate
Valve Japanese Standard "JIS" European Design Standard N. American Design Standard Approx.
Model Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
Numbers Model Numbers Size Model Numbers Size Model Numbers Size kg (Ibs.)
S-BG-03 BGM-03-20 Rc 3/8 BGM-03-3080 3/8 BSP.F BGM-03-2090 3/8 NPT 2.4(5.3)
BGM-03X-20 Rc 172 BGM-03X-3080 1/2 BSP.F BGM-03X-2090 1/2 NPT 3.1(6.8)
S-BG-06 BGM-06-20 Rc 3/4 BGM-06-3080 3/4 BSP.F BGM-06-2090 3/4 NPT 4.7 (10.4)
BGM-06X-20 Re 1 BGM-06X-3080 1 BSP.F BGM-06X-2090 1 NPT 5.7 (12.6)
S-BG-10 BGM-10-20 Rc 1-1/4 BGM-10-3080 1-1/4 BSP.F BGM-10-2090 1-1/4 NPT 8.4 (18.5)
BGM-10X-20 Rec 1-1/2 BGM-10X-3080 1-1/2 BSP.F BGM-10X-2090 1-1/2 NPT 10.3 (22.7)

® Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface should have a
good machined finish.

® The sub-plates are those for pilot operated relief valves. For dimensions, see page 213.
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PRESSURE CONTROLS

M Attachment
©® Mounting Bolts

Socket Head Cap Screw
Valve Model Numbers Qty.
Japanese Std. "JIS" and European Design Std. N. American Design Std.
S-BG-03 M12 x40 Lg. 1/2-13 UNC x 1-1/2 Lg. 4
S-BG-06 M16 x 50 Lg. 5/8-11 UNC x2 Lg.
S-BG-10 M20 x 60 Lg. 3/4-10 UNC x 2-1/4 Lg. 4

M Instructions

® If a remote control relief valve is used in the vent circuit, see page 203. In addition, if the internal volume of the vent
line is too large, chattering is likely to occur. Thus, as far as possible reduce the inside Dia. and the length of the pipe.

@ To adjust the pressure, loosen the lock nut and turn the handle slowly clockwise for higher pressures or anti-clock-
wise for lower pressures. After adjustments, do not forget to tighten the lock nut.

® Piping of the tank line should not be connected to any tank line of the other valves, but connected directly to the reservoir.

® Pressure is limited by collars fitted. If a working pressure cannot be attained, remove some collars. One collar is

(7}
()
=
(]
. 0 >
equivalent to 10 MPa (1450 PSI). %
® With a small flow, the setting pressure may be unstable. Use models numbered 03 and 06 with a flow rate above |2' o
5 L/min (1.3 U.S. GPM) and model 10 with 8 L/min (2.1 U.S. GPM). 3 o
= O
O
Mounting surface 2 %
S-BG-03-%-L-40/4090 "K" Dia. Through S-BG-03:1S06264-AR-06-2-A Il = &
S-BG-06-#-L-40/4090 "N" Dia. Spotface S-BG-06: ISO 6264-AS-08-2-A CR-
» Fully Extended J 4 Places S-BG-10: ISO 6264-AT-10-2-A (@)
S-BG-10-#-40/4090 ~ =
ully Extended X . o
F | —Pressure Port Opposite Handle Position =
DIMENSIONS IN 03 o
MILLIMETRES (INCHES) s OOV © S-BG-gg*-R
= [a] Fully Extended J ‘
ﬂ r, o @ < z ‘
T L
= | Wﬁﬁ
/) |
H 1
. Vent Port
Pressure Adjustment Handle Tank Port I I —\
Pressure Gauge Connection L L
. (e [ el
Lock Nut o
= 14(.55) Dia. Note:For other dimensions, see the figures
i\ s shown left.
)
§ _ Note:For dimensions of the valve mounting
= surface, see the dimensional drawing
r \ 3 (P. 213) of the sub-plate used together.
c _ Nz
] Model Numbers "Y" Thd.
| | S-BG-03-%-*%-40 Rc 1/4 = 1/4 BSP.Tr
] ] ” T T S-BG-03-3-%-4090 1/4 NPT
L L L e -
= T i S-BG-06-%-*-40 Rc 1/4 = 1/4 BSP.Tr
© R Mounting Surface \'A ‘
o {O-Rings Funished) |~ v S-BG-06-*-*-4090 1/4 NPT
Locating Pin \ S-BG-10-%-40 Re 1/4 = 1/4 BSP.Tr
6(.24) Dia.
S-BG-10-%-4090 1/4 NPT
Dimensions mm (Inches)
Model Numbers
A B C D E F H J K N P Q S T U Vv X z
S-BG-03 76 | 53.8 | 11.1 | 269 | 53.8 | 73.6 | 26.9 |163.5| 13.5 | 21 50 | 130 | 103 | 21.5 | 106 | 26.1 | 13 | 36.1
(2.99)((2.12)| (.44) |(1.06){(2.12)|(2.90) |(1.06) |(6.44)| (.53) | (.83) |(1.97)|(5.12)|(4.06)| (.85) [(4.17)|(1.03)| (.51) |(1.42)
S-BG-06 98 | 70 | 14 | 35 | 66.7 | 58.8 | 33.7 |163.5| 17.5| 26 | 50 | 130 | 103 | 26 | 122 | 193 | 13 | 213
(3.86)|(2.76)| (.55) |(1.38)[(2.63)[(2.31)|(1.33)((6.44)| (.69) |(1.02)[(1.97)|(5.12)|(4.06)|(1.02)|(4.80)| (.76) | (.51) | (.84)
S-BG-10 120 | 82.6 | 18.7 | 41.3 | 88.9 | 46.1 | 449 | 180 | 21.5| 32 | 65 | 167 | 135 |33.5 | 155 | 21.1 | 18 |
(4.72)1(3.25)| (.74) |(1.63)[(3.50)|(1.81)|(1.77)|(7.09) | (.85) |(1.26)[(2.56)|(6.57)|(5.31)[(1.32)|(6.10)| (.83) | (.71)
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B Nominal Override Characteristics

Hydraulic fluid:
Viscosity : 35 mm?/s (164 SSU)
Specific Gravity : 0.850

S-BG-03 S-BG-06 S-BG-10
3;’(% MPa ssgcl) MPa PSI MPa
25| ——— 25 25
3500 E gll—r——7 1 | 350 24 ggggl;
o 3300 I T T T T T 0 3300 I f T T T o 3200} 53
7 2200 19| e+ 72200 15| | e+ 72200 15 | | | L
2 2]
& 19001 13 | 1 | 1 [ £1900F 3}l——/—1 1 [ £1900}- 13l jl\ w | |
250 1 5| i : | | | 250 1 5| | | | | SOOE%gi ‘J;/—'h i }
- —— —— -
50 0.51 T T T T T 50 0.51 T T T T
L L L L L L L L L L L L L
0 20 40 60 80 100 0 50 100 150 200 0 100 200 300 400
L/min L/min L/min
| | | | | | | | | | | | | |
0 5 10 15 20 25 0 10 20 30 40 50 0 25 50 75 100
Flow Rate U.S.GPM Flow Rate U.S.GPM Flow Rate U.S.GFM

B Min. Adj. Pressure and Vent Pressure vs. Flow

Hydraulic fluid:
Vent Pressure Viscosity : 35 mm?/s (164 SSU)
——- Min. Adjustment Pressure Specific Gravity : 0.850
S-BG-03 S-BG-06 S-BG-10
PSI  MPa PSI, MPa PSI. MPa
120 |- 82 High Vent L 200 (1.4 225~ 16
) Pressure Type L-" 1.2 200 1.4 /
100 - 0.7 V32277, 1501 o / 1.2
| 0.6 . . / 150~ ¢ o|High Vent /
p 80 0.5 =1 7 2 0.8[— High Vent 2 1.0 Pressure Type /
E | 4 A 2100 [ Pressure Type \\, _ -7 2, | 08 YA =7
2 60104 = - Low Vent o6 —oa 100~ ' -~
& 40} 0.3=" Pressure Type &~ 04| =" SEE e o y LS
0.2 50 " ::«/7 50,0.4__,;
20| 0.1 | 0.21= Low Vent | | 0.2 Low Vent |
0 0 0 Pressure Type 0 0 Pressure Type
0 : 0 50 100 150 200 0 100 200 300 400
0 20 40 60 80 100 L/ ; .
. I I \ ! min ! ! ! ! L/min ! ! ! _L/min
0 5 10 15 20 25 S.GPM 0 10 20 30 40 50 0 25 50 75 100
Flow Rate U.S. Flow Rate U.S.GPM Flow Rate U.S.GPM
M Noise Level
Measuring condition Measuring position: At Im (3.3 ft.) back from the valve front.
Viscosity : 35 mm?/s (164 SSU)
Back pressure : 0.1 MPa (14.5 PSI)
S-BG-03 S-BG-06 S-BG-10
Flow rate : 50 L/min Flow rate : 150 L/min Flow rate : 200 L/min
dB(A) (13.2 U.S.GPM) dB(A) (39.6 U.S.GPM) dB(A) (52.8 U.S.GPM)
80 80 80
< 70 < 70 — 70
2 N EE—
3 60 | — 3 60 2 60 B
2 5 3
Z 50 /\ — Z 50 Z 50
W48 12 16 20 Mpa O 24 8 12 16 20 MPa O~ 8 12 16 20 MPa
| | | | | J | | | | | | | | | | | |
0 1000 2000 3000 PSI 0 1000 2000 3000 PSI 0 1000 2000 3000 PSI
Pressure Pressure Pressure
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PRESSURE CONTROLS

W Spare Parts List

S-BG-03,06,10-%-40/4090

(7]
o
2
o
g3
So
A
(72]
.6 g
® List of Seals Z %
Part Numbers g dh)
Item Name of Parts Qty. i o
S-BG-03 S-BG-06 S-BG-10 (o)
25 O-Ring SO-NB-P9 SO-NB-P9 SO-NB-P9 2 °
26 O-Ring SO-NA-P9 SO-NA-P9 SO-NA-P9 1 E
27 O-Ring SO-NB-P9 SO-NB-P11 SO-NB-P9 1
28 O-Ring SO-NB-P18 SO-NB-P28 SO-NB-P32 2
29 O-Ring SO-NB-A024 SO-NB-A024 SO-NB-A128 1
30 O-Ring SO-NB-P28 SO-NB-P28 SO-NB-P36 1
31 O-Ring SO-NB-P32 SO-NB-P32 SO-NB-P42 1
32 O-Ring — — SO-NB-P14 1

Note: When ordering the seals, please specify the seal kit number from the table below.

@ List of Seal Kits
Valve Model Numbers Seal Kit Numbers

S-BG-03 KS-S-BG-03-40
S-BG-06 KS-S-BG-06-40
S-BG-10 KS-S-BG-10-40
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B Solenoid Controlled Relief Valves

These valves are a combination of a pilot operated relief valve and a solenoid operated
directional valve. Piping between the two is eliminated as the solenoid valve is directly
mounted on the relief valve and connected with the relief valve vent. Pump pressure
may be unloaded remotely by an electrical signal to the solenoid, or by connecting pilot
relief valves to the solenoid valve ports.

M Specifications
Max. Pressure Max. Approx. Mass kg (Ibs.)
Operating |  Adj. Flow With
Model Numbers Pressure | Range IL /it Double Single Vit
MPa (PSD)|MPa (PSD)| (U.S.GPM)|  Sol. T -

BST-03-3k-s-s%-3k-48 3 100 (26.4) | 7.1 (15.7)| 6.6 (14.6)| 7.6 (16.8)

Threaded Note)

o [BST-06-s-s-s-3-48% | 25 (3630)| %25 | 200(52.8)| 7.1 (157) | 66(14.6)| 7.6(168)
BST-10-%-%-%-3%-48% 0k=3630) [ 400 (106) | 10.8 (23.8) | 103 22.7) | 11.3 (24.9)
BSG-03-3--5-5%-48% Note) | 100C64)] 68 (15.0)[ 63(139)] 7.3 (16.1)

Sub-plate

Mounting [BSG-06-4-4--3-48%| 25 (3630)| 25 | 200(52.8)| 77(17.0)| 72(159)| 82(18.)

(% -3630)

BSG-10-3%-3%k-3k-3%-48% 400 (106) | 11.0 (24.3) | 10.5(23.2) | 11.5 (25.4)

Note: For relief valves, standard pilot operated relief valves are used.
For minimum adjustment pressures and other characteristics, see page 214.

B Model Number Designation

F- A- BS @ T -03 -V -2B3A| -A100 -N -48 | *
Special With Vent Series | Type of | Valve | High Venting Vent Coil Tyoe Type of Elect-| Design | Design
Seals Restrictor | Number | Mounting | Size Pres. Feature Type M rical Con. Number |  Standards
§ | AC: Nor;e: inal : None:
F: T 0 2B3A | A100,A120) it . Japanese
Special A oo Threaded VForigh | 2838 |A200,A260) | Su.Ts
Seals for With Vent 1' . ! 1 Venting N: With . !
Phosphate | Restrictor Solenoid i 06 Pressure 2B2B DC: Plug-in 48 | 90:
Est?r Type | (Option- gzﬁgfolled : Feature 2B2 ’ D24 Connector : N. American
Fluids Omit if not . (Omit if not D48 (DIN) ! Design Std.
iti . Valves G . !
(Omit if not | required) ; required) 3C2 - ‘
required) i Sub-plate 10 N: With | 80:
! Mounting 3C3 |AC—>DC: Plug-in | E )
| R1 00, Connector i Durgpealsrl d
| (DIN) i Design Std.

1. Models with vent restrictor are applicable only for the vent type 2B3A and 2B3B. For details, see page 222.

2. Use high venting pressure types to reduce response time from unloading to onloading.

3. For the details of the vent types, see the following page.

4. The coil codes are the same as for solenoid operated directional valve DSG-01. See the Solenoid Ratings on page 345.

The coil type numbers in the shaded column are handled as optional extras.
In case these coils are required to be chosen, please confirm the time of
delivery with us before ordering.
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M Vent Types
Solenoid Operated Operation
Vent Type Graphic Symbols Directional Valve -
Model Number SOL "a" SOL "b" Vent Connecting
AL
/\/ﬁ;jﬁ%b—} OFF Connected to port "A".
2B3A Loz } DSG-01-2B3A —
T A ‘ ! ON Connected to tank (no-load)
L= ]
B
TN@EJ OFF Connected to tank (no-load)
[ -
2B3B .ﬁ | DSG-01-2B3B —
e ‘ 1 ON Connected to port "B". g
,,,,,,,,, _ - »
S
i B OFF Closed state (relief valve c >
Nﬁz%b setting pressure) o ¢>U
2B2B do DSG-01-2B2B — o Y
g | 29
T ON Connected to port "B". =B
L= . _J q:, o
AL B t?)
bji OFF Connected to port "A".
282 (RE DSG-01-2B2 —
! g i
- il ON Connected to port "B".
L
_'A" 'B" OFF OFF Closed state (relief valve
[F | setting pressure)
& bi
3C2 [ i= DSG-01-3C2 ON OFF Connected to port "A".
@ N
L L/; ~ OFF ON Connected to port "B".
AT R
r =—tt— 77 OFF OFF Connected to tank (no-load)
a bj
3¢ ] iﬁﬂ; DSG-01-3C3 ON OFF Connected to port "A".
L,,,,(Li,;, v OFF ON Connected to port "B".
M Attachment
©® Mounting Bolts
Valve Model Socket Head Cap Screw
Numbers Japanese Std. "JIS" and European Design Std. N. American Design Std.
BSG-03 M12 x 70 Lg. (2 pcs.), M12 x 95 Lg. (2 pes.) 1/2-13UNC x 2-3/4 Lg. (2 pcs.), 1/2-13UNC x 3-3/4 Lg. (2 pcs.)
BSG-06 M16 x 60 Lg. (2 pcs.), M16 x 80 Lg. (2 pcs.) 5/8-11UNC x 2-1/4 Lg. (2 pcs.), 5/8-11UNC x 3-1/4 Lg. (2 pcs.)
BSG-10 M20 x 70 Lg. (2 pes.), M20 x 90 Lg. (2 pcs.) 3/4-10UNC x 2-3/4 Lg. (2 pcs.), 3/4-10UNC x 3-1/2 Lg. (2 pcs.)
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222

M Sub-plate
Valve Japanese Standard "JIS" European Design Standard N. American Design Standard AppIox.
Model Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
Numbers Model Numbers Size Model Numbers Size Model Numbers Size kg (Ibs.)
BSG.03 BGM-03-20 Rc 3/8 BGM-03-3080 3/8 BSP.F BGM-03-2090 3/8 NPT 2.4(5.3)
BGM-03X-20 Rc 172 BGM-03X-3080 1/2 BSP.F BGM-03X-2090 1/2 NPT 3.1(6.8)
BSG.06 BGM-06-20 Rc 3/4 BGM-06-3080 3/4 BSP.F BGM-06-2090 3/4 NPT 4.7(10.4)
BGM-06X-20 Rc 1 BGM-06X-3080 1 BSP.F BGM-06X-2090 1 NPT 5.7(12.6)
BGM-10-20 Rc 1-1/4 BGM-10-3080 1-1/4 BSP.F BGM-10-2090 1-1/4 NPT 8.4(18.5)
BSG-10 BGM-10X-20 Rc 1-1/2 BGM-10X-3080 1-1/2 BSP.F BGM-10X-2090 1-1/2 NPT 10.3(22.7)

® Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface should have a
good machined finish.

® The sub-plates are those for pilot operated relief valves. For dimensions, see page 213.

M Option
® Models with vent restrictor

The type with a vent restrictor has a vent restrictor in vent types 2B3A and 2B3B added between a relief valve and
a solenoid operated directional valve. If prevents shock to the main circuit by gradually lowering the venting pressure
in the shift from the set pressure to unloading.

Unloading pressure are the same as without a vent restrictor.

A-BS:-:-2B3A A-BS::-:%-2B3B

M Instructions

@ If a remote control relief valve is used in the vent circuit, see page 203. In addition, if the internal volume of the vent
line is too large, chattering is likely to occur. Thus, as far as possible reduce the inside diametre and the length of the
pipe.

® To adjust the pressure, loosen the lock nut and turn the handle slowly clockwise for higher pressures or anti-clock-
wise for lower pressures. After adjustments, do not forget to tighten the lock nut.

® Piping of the tank line should not be connected to any tank line of the other valves, but connected directly to the
Ieservoir.

® Pressure is limited by collars fitted. If a working pressure cannot be attained, remove some collars. One collar is
equivalent to 10 MPa (1450 PSI).

® With a small flow, the setting pressure may be unstable. Use models numbered 03 and 06 with a flow rate above
8 L/min (2.1 U.S. GPM) and model 10 with 15 L/min (4.0 U.S. GPM).

M Interchangeability in Installation between Old and New Design.

Design 48 valve is one on which DSG-01, design 70 is mounted as a pilot valve. It is interchangeable with old design
(design 47) with respect to specifications, exterior shape and mounting dimensions.

Solenoid Controlled Relief Valves



PRESSURE CONTROLS

BST-03-:k-:%-%-48/4890 DIMENSIONS IN
BST-06-:%-3%--48/4890 MILLIMETRES (INCHES)

BST-10-:k-3-:%-48/4890

® Terminal Box Type

Position can be shifted by 90° Steps.

Space Needed to Remove
Solenoid-Each End

DC/R :204.4(8.05) DC/R:50(1.97)
AC :196.4(7.73) AC 455(1.79)
47.5 DC/R:102.2(4.02)
(1.87) [AC  :98.2(3.87)

Pressure Adjustment Handle 475 Electrical Conduit Connection
(\‘ a é?) "r" Thd. (Both Ends)
INC. L
==ﬁj —
. Manual Actuator
Lock Nut 14(.55) Hex. r //W
R4 5 c
A Remote Control Port "B" / .
Vent Port ~ 3 "W" Thd. 4
"k" Thd. 1 =)
( \ Two Collars
- ) Pressure Port*  / 7}
_ "X" Thd. o
Tank Port * ‘ 2 Places
“X" Thd. i
‘ Pressure Gauge Connection K ‘ Remote Control Port "A"
"E" Sq. "h" Thd. "W" Thd.
L
F
Fully Extended
H
% There are two threaded connection pressure ports. They can be connected each other in-line; one as inlet and the other
as an outlet or the valve can be used by plugging one of the pressure ports.
Dimensions mm (Inches)
Model Numbers

C D E F H K L N P Q S T U Vv

BST-03-%-48/4890
75 40 52 78 145 45 90 | 2393 | 685 | 1525 36 | 105.5 69 62

(2.95) | (1.57) | (2.05) | (3.07) | (5.71) | (1.77) | (3.54) | (9.42) | (2.70) | (6.00) | (1.42) | (4.15) | (2.72) | (2.44)

BST-06--48/4890

85 50 80 96 151 60 120 | 271.8 89 164.5 49 117.5 81 74

BST-10--48/4890 (3.35) | (1.97) | (3.15) | (3.78) | (5.94) | (2.36) | (4.72) [(10.70)| (3.50) | (6.48) | (1.93) | (4.63) | (3.19) | (2.91)

Japanese Standard "JIS" N. American Design Standard
Model Numbers Design 48 Design 4890
"W" Thd. | "X" Thd. | "h" Thd. | "k" Thd. | "r" Thd. |"W" Thd. | "X" Thd. | "h" Thd. | "k" Thd. | "r" Thd.
BST-03 Rc 3/8 3/8 NPT
T e 1/8 1/4 3/8 172
BST-06 Rc 1/8 Rc 3/4 Rc 1/4 Rc 3/8 G 12 NPT 3/4 NPT NPT NPT NPT
BST-10 Rc 1-1/4 1-1/4 NPT

Solenoid Controlled Relief Valves
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® Models with Plug-in Connector DIMENSIONS IN
03 MILLIMETRES (INCHES)
BST-06-:-2-:-N-48/4880/4890
10
DC/R:204.4(8.05) —
AC :196.4(7.73) Cable Departure * Model Numbers Dimensions mm(Inches)
51 51 n_, Cable Applicable: P T NN QQ n
Conductor Area...... BST-03-k-A%-N | 68.5 | 105.5 | 239 | 1585

Not Exceeding 1.5mm?(.0023 SQ. in.) BST-06-%-Ask-N | (2.70) | (4.15) | (9.41) | (6.24) 39

(2.01) | (2.01) Outside Dia. ...... 8-10mm(.31-.39 in.)

89 | 117.5 | 271.5 | 1705 | (1.54)
BST-10-4-A%-N | 350y | (4.63) |(10.69)| (6.71)
i SoLb | _ BST-03-k-D*-N | 68.5 | 1055 | 250 | 169.5
) BST-06-%-D-N | (2.70) | (4.15) | (9.84) | (6.67) | 139
i g 1.54)
<] 89 | 117.5 | 282.5 | 181.5 | (
Remote A =) ,_‘ z BST-10-#-D-N | 3500 | (4.63) |(11.12)| (7.15)
Control )
Port "B" Design 4880 Only BST-03-#-R*-N | 685 | 105.5 | 253 | 162.7
"W" Thd. | i BST-06-%-R%-N | (2.70) | (4.15) | (9.96) | (6.41) | 53
Pressure 89 | 117.5 | 2855 | 1747 | (2.09)
ot a BST-10-4-RH-N | 350) | (4.63) | (11.24)| (6.88)
X" Thd.
2 Places
Remote Control Port "A" Model Numbers "W" Thd. | "X"Thd. | "h"Thd. | "k" Thd.
Vent Port "W" Thd
"k" Thd. F.l:al.l.k Port Pressure Gauge Connection BST-03-3-k-k-N-4880 3/8 BSP.F
(Rear Side) X" Thd. "h Thd
BST-06-3%-3%-%-N-4880 | 1/8 BSP.F | 3/4 BSP.F | 1/4 BSP.Tr | 3/8 BSP.Tr
% Position of cable departure can be changed. For details, [ beb @ |
refer to DSG-01 valve on page 357. BST-10-%-% -2 N-4880 1-1/4 BSPF

See the installation drawing of terminal box type on page 223 for design 48 and
4890 port thread and other dimensions.

M Options - Models with Vent Restrictor

® Terminal Box Type ® Plug-in Connector Type
03 03
A-BST-06-%-2B3A 4 48/4880 A-BST-06-#-2B9A 4_N-48/4880/4890
2B3B 2B3B
10 10
DC/R :102.2(4.02) DC/R:102.2(4.02)
AC :98.2(3.87) AC :98.2(3.87)
° g
- z - 4
o o
Dimensions Plug-in Connector Type
mm (Inches) Terminal Box Type
P T AC Solenoid DC Solenoid R (AC—DC) Solenoid
Model Numbers N Q NN QQ NN QQ NN QQ
A-BST-03 685 | 1355 | 2693 182.5 269 188.5 | 280 199.5 283 192.7
A-BST-06 (2.70) | (5.33)|| (10.60) | (7.19) || (10.59) | (7.42) | (11.02) | (7.85) | (11.14) (7.59)
A-BST-10 89 147.5 301.8 194.5 301.5 200.5 312.5 211.5 315.5 204.7
(3.50) | (5.81) || (11.88) (7.66) (11.87) | (7.89) | (12.30) | (8.33) (12.42) (8.06)

For other dimensions, see the models without vent restrictor type on page 223 and 224.

Solenoid Controlled Relief Valves



PRESSURE CONTROLS

Mounting surface
BSG-03: ISO 6264-AR-06-2-A

BSG-03-:k-2#-:-48/4890
BSG-06-:-2%-%-48/4890
BSG-10-3-2-%-48/4890

BSG-06: ISO 6264-AS-08-2-A
BSG-10: ISO 6264-AT-10-2-A

® Terminal Box Type DIMENSIONS IN
MILLIMETRES (INCHES)
! Solenoid Indicator Light
S |
e - | ]
o
m
L F Space Needed to Remove ©
Mounting Surface / Solenoid-Each End g
(O-Rings Furnished) DC/R :204.4(8.05) DC/R:50(1.97) o v
AC 196.4(7.73) AC :45.5(1.79) -E- =
47.5 DC/R:102.2(4.02) o ;\1
= \ (1.87) |AC :98.2(3.87) Electrical Conduit Connection o Y—
46 475 "f" Thd. (Both Ends) So
‘ (1.81) (1.87) =B
. =
Pressure Adjustment ﬁ==== H ) o
Handle o E Manual Actuator ]
INC. 6(.24) Dia. (7]
Two Collars - ‘
7{9 + = :3 soLa - : Remote Control Port "A"
[l ' [ — g
UL | - d" Thd.
D (7]
D Remote Control Port "B" i /
Ildll Thd. o}
o
>
f “{4( BE) Hox Vent Port
Locating Pin — - 14(.55) Hex. E—
: [
6(.24) Dia. \ ‘/ Pressure Gauge Connection
6 g "o Thd. .
(24) [
7 Pressure Port
a "Y" Dia. Through
_Tank Port "Z" Dia. Spotface
E L 4 Places
b N
F
H
Fully Extended
J
Model Dimensions mm (Inches)
Numbers | ¢ D E F H J K L N P Q S T U v X Y V4 a b
BSG-03 75 | 40 | 57 | 78 | 78 | 145 | 14.1| 41 82 12258 | 77 |130.5| 22 | 835 | 47 | 40 | 135 21 | 55 | 77
(2.95)|(1.57)|(2.24)|(3.07)|(3.07)|(5.71)| (.56) |(1.61)|(3.23)| (8.89) |(3.03)|(5.14)| (.87) |(3.29)|(1.85)|(1.57)| (.53) | (.83) |(2.17)|(3.03)
BSG-06 75 | 40 | 40 | 60 | 78 | 145 | 17 | 52 | 104 | 249.8 |83.5| 148 | 45 | 101 | 645|575 |17.5| 26 | 38 | 58
(2.95)|(1.57)|(1.57)|(2.36)((3.07)|(5.71)| (.67) |(2.05)|(4.09)| (9.83) |(3.29)|(5.83)| (.18) [(3.98)[(2.54)|(2.26)| (.69) |(1.02)|(1.50)|(2.28)
BSG-10 85 | 45 | 47 | 67 | 84 | 146 |20.7| 62 | 124 | 283.8 | 110 |155.5] 6 |108.5| 72 | 65 |21.5| 32 | 45 | 65
(3.35)|(1.77)|(1.85)|(2.64)|(3.31)|(5.75)| (.81) [(2.44)|(4.88)|(11.17)|(4.33)|(6.12)| (.24) |(4.27)|(2.83)|(2.56)| (.85) |(1.26)|(1.77)|(2.56)
Japanese Standard "JIS" N. American Design Standard
Model Numbers Design 48 Design 4890
"d" Thd. | "e" Thd. | "f* Thd. | "d" Thd. | "e" Thd. | "f" Thd.
BSG-03
BSG-06 Rc 1/8 Rc 1/4 G112 1/8 NPT | 1/4NPT | 1/2NPT
BSG-10
Note: For dimensions of the valve mounting surface, see the installation drawing (P. 213) of
the sub-plate used together.
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©® Models with Plug-in Connector

03 Dimensions mm(Inches)
Model Numbers
BSG-06-k-k-:%-N-48/4880/4890 Q u PP | SS h
10 77 | 835 | 2255 | 1365
BSG-03-k-A%-N : : :
DC/R :204.4(8.05) 5G-03 (3.03) | (3.29) | (8.88) | (5.37)
A 196.4(7.73 Cable Departure * 06t A s 83.5 101 | 249.5 154 39
c (7.73) "Cable Applicable: BSG-06-%-A%*-N | 3759, | 3.98) | (9.82) | (6.06) | (1.54)
51 , 51 h Outside Dia. ...... 8-10mm(.31-.39 in.)
110 | 108.5 | 283.5 | 161.5
Conductor Area...... BSG-10-%k-A%-N
(2.01) ) 2.01) Not Exceeding 1 5mm?(.0023 SQ. in.) (4.33) | (4.27) |(11.16)| (6.36)
83.5 | 236.5 | 1475

BSG-03--D*-N

77
(3.03) | (3.29) | (9.31) | (5.81)

- 83.5 | 101 | 2605 | 165 | 39
sow@ BSG-06-#-D#-N | 359) | (3.98) [(10.26) | (6.50) | (1.54)

C o 110 | 1085 | 2945 | 1725
oo g»\\ /(‘ 2 BSG-10-#-D*-N| 4 33y | (4.27) [(11.59)| (6.79)
YUKER, =) o
Control . e | 77 | 835 | 2395 | 1407
Pot 'B" \Dwgn48800nly = BSG-03-#RENT 3 03) | (3:29) | (9.43) | (5.54)
"d" Thd. ‘ 835 | 101 | 2635|1582 | 53
Vent Port BSG-06-#-R*-N | 3759y | (3.98) |(10.37)| (6.23) | (2.09)
<] 110 | 108.5 | 297.5 | 165.7

BSG-10-*-R*-N

(4.33) | (4.27) |(11.71)] (6.52)

Pressure Port
Remote Control Port "A"

"d" Thd. Model Numbers "d" Thd. "e" Thd.

Tank Port Pressure Gauge Connection BSG-03-3%-%-%-N-4880
"e" Thd

BSG-06--3-%-N-4880 | 1/8 BSP.F | 1/4 BSP.Tr

% Position of cable departure can be changed. For details, refer to DSG-01

valve on page 357. BSG-10-%---N-4880
See the installation drawing of terminal box type on page
DIMENSIONS IN 225 for design 48 and 4890 port threads and other
MILLIMETRES (INCHES) dimensions
M Options - Models with Vent Restrictor
® Terminal Box Type ® Plug-in Connector Type
03 03
A-BSG-06-3- 3005 #-48/4890 A-BSG-06-#- 500 -#-N-48/4880/4890
10 10
DC/R :102.2(4.02) DC/R:102.2(4.02)
AC :98.2(3.87) AC :98.2(3.87)
A M—ﬁTiL\bF% } - iiQLbI'E
bl 18 oy —
%) E a
=)
THEN, o EN/( - > &
B
N>/
o <]
z
Dimensions Plug-in Connector Type
mm (Inches) Terminal Box Type
Q U AC Solenoid DC Solenoid R (AC—DC) Solenoid
Model Numbers P S PP SS PP SS PP SS)
A-BSG-03 77 | 1135 255.8 160.5 255.5 166.5 | 266.5 177.5 269.5 170.7
(3.03) | (4.47) | (10.07) (6.32) (10.06) | (6.56) | (10.49) | (6.99) (10.61) (6.72)
A-BSG-06 83.5 | 131 279.8 178 279.5 184 290.5 195 293.5 188.2
B B (3.29) | (5.16) | (11.02) (7.01) (11.00) | (7.24) | (11.44) | (7.68) (11.56) (7.41)
A-BSG-10 110 | 1385 313.8 185.5 3135 191.5 | 3245 202.5 327.5 195.7
(4.33) | (5.45) || (12.35) (7.30) (12.34) | (7.54) | (12.78) | (7.97) (12.89) (7.70)

For other dimensions, see the models without vent restrictor type on page 225 and 226.

226 Solenoid Controlled Relief Valves



PRESSURE CONTROLS

W Spare Parts List

03
10

M Threaded Connections
® Terminal Box Type

BST-06 ---%-48/4890

b b

oY
&

-
N

N/

03
10

® Models with Plug-in Connector

BST- 06 -3-2&-:£-N-48/4880/4890

M Option

® Models with Vent Restrictor

48/4890
A-BST-06-*-%-%-\ 4 814880/4890

10

@@@?@

M
i
I

E T‘T‘r SOL b
]
i
=
Design 4880 Only
® List of Seals @ List of Seal Kits
Part Numbers Valve Model Numbers Seal Kit Numbers
Item | Name of Parts Qty.
BST-03 BST-06 BST-10 BST-03
KS-BST-03-48
21 O-Ring SO-NA-P9 SO-NA-P9 1 BST-06
22 O-Ring SO-NB-P32 SO-NB-P42 | 1 BST-10 KS-BST-10-48
35 Bonded Seal SG-FB-1/8 SG-FB-1/8 2 A-BST-03
< KS-A-BST-03-48
38 O-Ring SO-NB-P8 2 A-BST-06
40* O-Ring SO-NB-P14 2 A-BST-10 KS-A-BST-10-48

in the seal kit.

For the detail of the pilot valve seals, seethe page 359.

% The O-Rings for Item 38,40 are used only for the models with the vent
restrictor.

Note: When ordering the seals, please specifythe seal kit number from the table
right. In addition to the above seals, seals forthe pilot valves areincluded

® Pilot Valves

used.

Note: No bonded seals are included in the seal Kits.

See page 229 for the pilot valve model numbers to be

Solenoid Controlled Relief Valves
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YUKEN

W Spare Parts List

B Sub-plate Mounting
® Terminal Box Type

03

BSG- 06 -:-:k-:-48/4890

M Option
©® Models with Plug-in Connector ® Models with Vent Restrictor
BS G- 06-#-5-#-N-48/4880/4890 A-BSG-08 s s-1¢. 48/4890
10 10 N-48/4880/4890
LA
&
H
{ |
|
B
) 38
Design 4880 Only
® List of Seals ® List of Seal Kits
Part Numbers Valve Model Numbers Seal Kit Numbers
Item | Name of Parts Qty.
BSG-03 BSG-06 BSG-10 BSG-03 KS-BSG-03-48
21 O-Ring SO-NA-P9 | SO-NA-P9 | SO-NA-P9 1 BSG-06 KS-BSG-06-48
22 O-Ring SO-NB-P9 | SO-NB-P11 | SO-NB-P9 1 BSG-10 KS-BSG-10-48
23 O-Ring SO-NB-P18 | SO-NB-P28 | SO-NB-P32 | 2 A-BSG-03 KS-A-BSG-03-48
24 O-Ring SO-NB-P32 | SO-NB-P32 | SO-NB-P42 | 1 A-BSG-06 KS-A-BSG-06-48
32 Bonded Seal | SG-FB-1/8 | SG-FB-1/8 | SG-FB-1/8 2 A-BSG-10 KS-A-BSG-10-48
38" O-Ring SO-NB-P8 2 Note: No bonded seals are included in the seal kits.
* 1 .
40 O—Rlng SO-NB-P14 2 ) P|I0t VaIVeS

% The O-Rings for item 38, 40 are used only for the models with the vent

Ies

trictor.

Note: When ordering the seals, please specifythe seal kit number from the table
right. In addition to the above seals, seals for thepilot valves areincluded

in the seal kit.

For the detail of the pilot valve seals, see page 359.

See page 229 for the pilot valve model numbers to be

used.
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PRESSURE CONTROLS

W Spare Parts List

® List of Pilot Valves

Type of

Electrical Conduit Valve Model Numbers Pllolt Valve Remarks

Clomzsion Model Numbers
*-BST/BSG-03/06/10-k-2B3A- % -48 DSG-01-2B3A-%-70
*-BST/BSG-03/06/10--2B3B- *-48 DSG-01-2B3B-%-70
*-BST/BSG-03/06/10-:-2B2B- *-48 DSG-01-2B2B-%-70

Japanese Standard "JIS"
*-BST/BSG-03/06/10--2B2- 4 -48 DSG-01-2B2-%-70
*-BST/BSG-03/06/10--3C2- % -48 DSG-01-3C2-%-70
*-BST/BSG-03/06/10--3C3- % -48 DSG-01-3C3-%-70
Terminal Box Type

*-BST/BSG-03/06/10--2B3A-% -4890

DSG-01-2B3A-%-7090

*-BST/BSG-03/06/10-3:-2B3B- *-4890

DSG-01-2B3B-%-7090

*-BST/BSG-03/06/10-3:-2B2B- *-4890

DSG-01-2B2B-%-7090

*-BST/BSG-03/06/10-3-2B2-% -4890

DSG-01-2B2-%-7090

*-BST/BSG-03/06/10-3-3C2-%-4890

DSG-01-3C2-%-7090

*-BST/BSG-03/06/10-3-3C3-%-4890

DSG-01-3C3-%-7090

N. American Design Std.

Plug-in Connector Type

*-BST/BSG-03/06/10-3-2B3A-% -N-48

DSG-01-2B3A-% -N-70

*-BST/BSG-03/06/10-3-2B3B- % -N-48

DSG-01-2B3B-*-N-70

*-BST/BSG-03/06/10-3-2B2B- % -N-48

DSG-01-2B2B-%-N-70

*-BST/BSG-03/06/10-3-2B2-* -N-48

DSG-01-2B2-% -N-70

*-BST/BSG-03/06/10--3C2-4*-N-48

DSG-01-3C2-%*-N-70

*-BST/BSG-03/06/10--3C3-*-N-48

DSG-01-3C3-% -N-70

Japanese Standard "JIS"

*-BST/BSG-03/06/10-*-2B3A-* -N-4880

DSG-01-2B3A-% -N-70

*-BST/BSG-03/06/10-*-2B3B- *-N-4880

DSG-01-2B3B-%-N-70

*-BST/BSG-03/06/10--2B2B- *-N-4880

DSG-01-2B2B-%-N-70

*-BST/BSG-03/06/10-3-2B2-%*-N-4880

DSG-01-2B2-%-N-70

*-BST/BSG-03/06/10-3-3C2-%*-N-4880

DSG-01-3C2-%-N-70

*-BST/BSG-03/06/10-3-3C3-%*-N-4880

DSG-01-3C3-%-N-70

European Design Std.

*-BST/BSG-03/06/10-*-2B3A-% -N-4890

DSG-01-2B3A-% -N-7090

*-BST/BSG-03/06/10-*-2B3B- *-N-4890

DSG-01-2B3B-%-N-7090

*-BST/BSG-03/06/10-3-2B2B- % -N-4890

DSG-01-2B2B-*-N-7090

*-BST/BSG-03/06/10-3-2B2- % -N-4890

DSG-01-2B2-% -N-7090

*-BST/BSG-03/06/10-3-3C2- % -N-4890

DSG-01-3C2-% -N-7090

*-BST/BSG-03/06/10-3-3C3-% -N-4890

DSG-01-3C3-% -N-7090

N. American Design Std.

2.For the details of the pilot valves, see page 359.

Note: 1.Fill a coil type (a symbol representing current/voltage) in section marked .
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M Low Noise Type Solenoid Controlled Relief Valves

The low-noise solenoid controlled relief valve is a combination of a low-noise type pilot operated relief valve and a
solenoid operated directional valve. It is used for no-load pump operation by using electric signals or, together with a
remote control relief valve, for two or three pressure control of the hydraulic system.

W Specifications

Max. P Approx. Mass kg (Ibs.)
Operatin, ressure Max. Flow
Model Numbers 5 N Adj. Range
Pressure L/ . With Vent
Double Sol. Single Sol. .
MPa (PSI) | MPa (PSI) (U.S.GPM) Restrictor
S-BSG-03-sk-sk-k--53% 100 (26.4) 6.0 (13.2) 5.5(12.1) 6.5 (14.3)
S-BSG-06-3k-k-k--53% 25 (3630) (‘:'_ _3220) 200 (52.8) 6.9 (15.2) 6.4 (14.1) 7.4 (16.3)
S-BSG-10-3k-k-3k-%-53% 400 (106) 12.6 (27.8) 12.1 (26.7) 12.9 (28.4)
% For relief valves, low-noise type pilot operated relief valves are used.
For minimum adjustment pressures and other characteristics, see page 218.
B Model Number Designation
F- A- S- BS . G |-03|] -V |-2B3A-A100, -N -L 53 . *
With 3 High Type of S 3
Special | Vent Ly Series | W7se Valve| Venting Vent Coil Electrical Litieeiio Design | :
. Noise . of : of i Design Standards
Seals | Restric- Type Number | Mt size Pres. Type Type Connec- Handle Number
tor yp i g Feature tions i
- | AC: ** None: Viewed !
) | ) Terminal fi |
Special 1 03 +, | AA100 B(:)r)(m%r}llz;) o prff:s?llre ' None:
Seals |A: *! i 2B3A gauge | Japanese Std. "JIS"
for With ! Ve e A200 | N: . connection ! 90:
Phos- |Vent BS: For High | 2B3B With : ,
phate  |Restrictor| S: Solenoid | G: Venting DC: Plug-in L: Left 3 N. American
Ester  |(Option- | Low | Con- ! Sub 06 | Pressure 2B2B Connector (Normal) 53 | Design Std.
Type |Omit Noise | trolled | -plate Feature 2B2 | p2a (DIN) . 3
Fluids  |jf not Type |Relief ' Mtg. (Omit if pagl | . | R: Right CTTTTTTTT T
Omit e nired) Valves | not 3C2 N: i
if not } required) 3c3 AC With . 80:
re- ! —DC: | plug-in ! European Design
quired) ! 10 R100 | Connector I ! Std.
3 (DIN) |

% 1.Models with vent restrictor are applicable only for the vent type 2B3A and 2B3B. For details, see page 231.

% 2. Use high venting pressure types to reduce response time from unloading to onloading.

% 3.The vent types are the same as for the conventional type solenoid controlled relief valves. For the details of the vent types, see page 221.
% 4.The coil codes are the same as for solenoid operated directional valve DSG-01 valve. See the solenoid ratings on page 345.

The coil type numbers in the shaded column are handled as optional extras.
In case these coils are required to be chosen, please confirm the time of
delivery with us before ordering.
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PRESSURE CONTROLS

M Option

® Models with vent restrictor
The type with a vent restrictor has a vent restrictor in vent types 2B3A and 2B3B added between a relief valve and a
solenoid operated directional valve. It prevents shock to the main circuit by gradually lowering the venting pressure
in the shift from the setting pressure to unloading.
Unloading pressures are the same as without a vent restrictor.

R e
B Sub-plate
Valve Japanese Standard "JIS" European Design Standard N. American Design Standard Approx.
Model Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
Numbers Model Numbers Size Model Numbers Size Model Numbers Size kg (Ibs.)
BGM-03-20 Rc 3/8 BGM-03-3080 3/8 BSP.F BGM-03-2090 3/8 NPT 2.4(5.3)
SBSG-03 BGM-03X-20 Rc 172 BGM-03X-3080 1/2 BSP.F BGM-03X-2090 1/2 NPT 3.1(6.8)
BGM-06-20 Rc 3/4 BGM-06-3080 3/4 BSP.F BGM-06-2090 3/4 NPT 4.7(10.4)
SBSG06 BGM-06X-20 Re 1l BGM-06X-3080 1 BSP.F BGM-06X-2090 1 NPT 5.7(12.6)
BGM-10-20 Rc 1-1/4 BGM-10-3080 1-1/4 BSP.F BGM-10-2090 1-1/4 NPT 8.4(18.5)
SBSG-I0 BGM-10X-20 Rc 1-1/2 BGM-10X-3080 1-1/2 BSP.F BGM-10X-2090 1-1/2 NPT 10.3(22.7)

o Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface should have a
good machined finish.

® The sub-plates are those for pilot operated relief valves. For dimensions, see page 213.

M Attachment
©® Mounting Bolts
Valve Model Socket Head Cap Screw
Numbers Japanese Std. "JIS" and European Design Std. N. American Design Std. e
S-BSG-03 MI12 X40 Lg. 1/2-13 UNC X 1-1/2 Lg. 4
S-BSG-06 M16 X50 Lg. 5/8-11 UNC X2 Lg. 4
S-BSG-10 M20 X60 Lg. 3/4-10 UNC X 2-1/4 Lg. 4

M Instructions

@ If a remote control relief valve is used in the vent circuit, see page 203. In addition, if the internal volume of the vent
line is too large, chattering is likely to occur. Thus, as far as possible reduce the inside diametre and the length of the
pipe.

® To adjust the pressure, loosen the lock nut and turn the handle slowly clockwise for higher pressures or anti-clock-
wise for lower pressures. After adjustments, do not forget to tighten the lock nut.

® Piping of the tank line should not be connected to any tank line of the other valves, but connected directly to the
Teservoir.

® Pressure is limited by collars fitted. If a working pressure cannot be attained, remove some collars. One collar is
equivalent to 10 MPa (1450 PSI).

® With a small flow, the setting pressure may be unstable. Use models numbered 03 and 06 with a flow rate above
5 L/min (1.3 U.S. GPM) and model 10 with 8 L/min (2.1 U.S. GPM).

M Interchangeability in Installation between Old and New Design.

Design 53 valve is one on which DSG-01, design 70 is mounted as a pilot valve. It is interchangeable with old design
(design 52) with respect to specifications, exterior shape and mounting dimensions.

Low Noise Type Solenoid Controlled Relief Valves
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YOUKEN

) Mounting surface
M Terminal Box Type S-BSG-03: ISO 6264-AR-06-2-A

S-BSG-06: ISO 6264-AS-08-2-A
S-BSG-10: ISO 6264-AT-10-2-A

Opposite Handle Position

S-BSG-93 -s-s-%-%-R-53/5390

06
j S-BSG-O6

S-BSG-10-sk-sk-3--53/5390

-sk-sk-sk-2k-L -53/5390

"N" Dia. Through Solenoid Indicator Light
"P" Dia. Spotface

‘H"gg | . 7§E@ 4 Places } Fully Extended h
I %ﬂ éL Fully Extended Pressure Port

=
- J H
ﬂ'* O Y d i w
| =
S w
el doH o ©
r m a )
Note: For other dimensions, see the figures shown below. Tank Port__ C} RN

L K ‘ Vent Port
Pressure Gauge Connection

Electrical Conduit Connection Space Needed to Remove "nn" Thd. %
i b Solenoid-Each End
Bessents il o izg DC/R:50(1.97) DC/R :204.4(8.05)
53 G122 AC :45.5(1.79) | AC :196.4(7.79)
5390 1/2 NPT L 46 DC/R :54.7(2.15) 95 ‘
Both Ends ‘ (1.87) ‘ AC :50.7(2.00)‘ (3.74)
Remote Control Manual Actuator
Port "A" Both Ends
" Tha. 6(.24) Dia. s El»
Remote Control T |
Port "B" Rr3 —
} ff" Thd.k & ~ &
o s ]
» %Q ‘
- L Pressure Adjustment — — -
Handle |
> (\1 Two Collars
> INC.
Lock Nut 14(.55) Hex.
- \ !
x
1 , [ | | -
H ]
F . 4 \Mounting Surface Y
o Locating Pin (O-Rings Furnished) e z
6(.24) Dia. d
Model Dimensions mm (Inches)

Numbers) ¢ | D |E | F | H|J|K| N P|Q|S|T|U|V X|Y|Z|d|e| f|h | m|r

S-BSG-03 76 | 538 | 11.1 [ 269|538 | 736|269 | 135 | 21 |2168|1985|151.5| 117 | 103 | 21.5| 17.1 | 366 | 106 | 26.1 | 13 |163.5|1274| 36.1
(299)(2.12)| (44) |(1.06)((2.12)|(2.90) |(1.06)| (.53) | (.83) [(8.54)|(7.81)|(5.96)|(4.61)|(4.06)| (.85)| (67) |(1.44)|(4.17)[(1.03)| (51) |(644)[(5.02)((1.42)

S-BSG-06 98 | 70 | 14 | 35 | 667|588 337|175 | 26 (2168|1985 |151.5| 117 | 103 | 26 | 319|514 | 122 | 193 | 13 [1635/1422| 21.3
(3.80)|(2.76)| (.55) |(1.38)[(2.63)|(2.31)|(1.33)| (.69) |(1.02)|(8.54)|(7.81)|(5.96)|(4.61)|(4.06) | (1.02) (1.26)|(2.02)|(4.80)| (.76) | (.51) |(6.44)|(5.60)| (.84)

S-BSG-10 120 | 826 | 187 | 413 | 889 | 46.1 | 449 | 215 | 32 |251.8|2335|186.5| 149 | 135 | 335|432 | 627 | 155 |21.1 | 18 | 180
(4.72)|(3:25)| (.74) |(1.63)[(3.50) | (1.81) |(1.77)| (.85) |(1.26)|(9.91)|(9.19)|(7.34)|(5.87)|(5.31)|(1.32)|(1.70)| (247)|(6.10)| (.83) | (.71) |(7.09)

Dimensions AC Solenoid DC/R Solenoid
mm (Inches)
Model Numbers L i L j
713 161.2 753 165.2
S-BSG-03 2.81) (6.35) (2.96) (6.50) DIMENSIONS IN
56.5 161.2 60.5 165.2 MILLIMETRES (INCHES)
5-BSG-06 (2.22) (6.35) (2.38) (6.50)
443 483
S-BSG-10 (L78) — (1.90)

% For the port screws, see the Plug-in Connector type on page 233.

Note: For dimensions of the valve mounting surface, see the installation drawing (P. 213) of the
sub-plate used together.
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M Plug-in Connector Type DIMENSIONS IN
03 MILLIMETRES (INCHES
S-BSG-08 -s-3-#-N-L-53/5380/5390 ( )
S-BSG-10-3%-:%-%-N-L-53/5380/5390
Cable Departure * aa
Cable Applicable:
Outside Dia. ...... 8-10mm(.31-.39 in.) bb ( 2%22)
Conductor Area....... cc ’
Not Exceeding 1.5mm?2(.0023 SQ. in.) ‘
| T
qd_ b ia ; < Lo
Kh SOLb A} J‘( %
] &) I i - 7))
= Design 5380 Only NP3 - g
o — ; =
i Remote Control Port "B" Y
Remote "ff* Thd. [
- Control Q=
Port "A" g )
"§" Thd. s =
o
[
o2
il 52
2 =
T [84] ; c
L Pressure Gauge Connection o) o]
"nn" Thd. qo
S
o
c
o
% Position of cable departure can be changed. For details, refer to DSG-01 valve on page 357. 8
Dimensions mm (Inches)
Model Numbers Remarks
L QQ SS T aa bb cc
713 216.5 204.5 151.5
S-BSG-03-%-%-A%-N 2.81) (8.52) (8.05) (5.96)
56.5 216.5 204.5 151.5 196.4 472 39 . .
S-BSG-06-%-%-A%-N (2.22) (8.52) (8.05) (5.96) (1.73) (1.86) (154) |With AC Solenoid
443 2515 239.5 186.5
5-BSG-10-%-%-A%-N (1.74) (9.90) 9.43) (7.34)
75.3 227.5 215.5 151.5
S-BSG-03--s-Dak-N (2.96) (8.96) (8.48) (5.96)
60.5 2275 215.5 151.5 204.4 512 39 . )
S-BSG-06-*-*-D-N 2.38) (8.96) (8.48) (5.96) (8.05) 2.02) (1.54y |WithDC Solenoid
48.3 262.5 250.5 186.5
S-BSG-10-%-%-Dak-N (190) | (10.33) | (9.86) (1.34)
75.3 230.5 208.7 151.5
S-BSG-03-%-*-R*-N (2.96) 9.07) (8.22) (5.96)
60.5 230.5 208.7 151.5 204.4 51.2 53 With AC - DC
S-BSG-06-3#-%-R#-N (2.38) (9.07) (8.22) (5.96) (8.05) (2.02) (2.09) Solenoid
483 265.5 243.7 186.5
S-BSG-10-%-#-R#-N (1.90) (1045) | (9.59) (7.34)
Thread Size
Japanese Standard "JIS" European Design Standard N. American Design Standard
Model Numbers Design 53 Design 5380 Design 5390
"f£" Thd. "nn" Thd. "§£" Thd. "nn" Thd. "f£" Thd. "nn" Thd.
S-BSG-03-3k-#-%-N
S-BSG-06-3k-%-%-N Re 1/8 Re 1/4 1/8 BSP.F 1/4 BSP.F 1/8 NPT 1/4 NPT
S-BSG-10-3k-3%-%-N

Low Noise Type Solenoid Controlled Relief Valves 233



M Options-Models with Vent Restrictor DIMENSIONS IN
MILLIMETRES (INCHES)
® Terminal Box Type ® Plug-in Connector Type
A-S-BSG-ga -s-3-#-L-53/5390 A-S-BSG- -#-s--N-L-53/5380/5390
A-S-BSG-10-%-%-%-53/5390 A-S-BSG-10-%-3%-%-N-53/5380/5390
I

Ex

&y

W
et LD

H

1|
Dimensions mm (Inches)
Model Numbers Remarks
Q S T

A-S-BSG-03-3k-3k-Ak/D*/R3k-L

246.8(9.72) 228.5(9.00) 181.5(7.15)
A-S-BSG-06-%-3k-Ak/D*/Rk-L Terminal Box Type
A-S-BSG-10-3-3k-Ask/D3k/R % 281.8(11.09) 263.5(10.37) 216.5(8.52)
A-S-BSG-03-3-3k-A*-N-L

246.5(9.70) 234.5(9.23) 181.5(7.15)

Plug-in Connector

A-S-BSG-06-%--A*-N-L with AC Solenoid

A-S-BSG-10-%-3k-A%k-N 281.5(11.08) 269.5(10.61) 216.5(8.52)
A-S-BSG-03-3-3k-D*-N-L
A-S-BSG-06-%-3k-D3k-N-L

257.5(10.14) 245.5(9.67) 181.5(7.15) Plug-in Connector

with DC Solenoid
A-S-BSG-10-3-3-Ds-N 292.5(11.52) 280.5(11.04) 216.5(8.52)
ASBSGO3-RANL 260.5(10.26) 238.7(9.40) 181.5(7.15)
A-S-BSG-06-3-3-R 3-N-L - o o Plug-in Connector
with R Type Solenoid

A-S-BSG-10-%-3%-R3-N 295.5(11.63) 273.7(10.78) 216.5(8.52)

234 Low Noise Type Solenoid Controlled Relief Valves



PRESSURE CONTROLS

W Spare Parts List

® Terminal Box Type
S-BSG-03,06,10-%-3%-%-53/5390

® Plug-in Connector Type
S-BSG-03,06,10-%-2%-%-N-53/5380/5390
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Design 5380 Only

*-S-BSG-10
H Option-Models with Vent Restrictor
® List of Seals A-S-BSG-03,06,10--s--8 o000, | oo
Item | Name of Parts Part Numbers Qty.
S-BSG-03 S-BSG-06 S-BSG-10 30 @0 28 29 (18 @ 37 @1) @0 (36
25 O-Ring SO-NB-P9 SO-NB-P9 SO-NB-P9 2
26 O-Ring SO-NA-P9 SO-NA-P9 SO-NA-P9 1
27 O-Ring SO-NB-P9 SO-NB-P11 | SO-NB-P9 1 T
28 O-Ring | SO-NB-PI§ | SO-NB-P28 | SO-NB-P32 | 2 o' & il ‘ / / )
29 O-Ring | SO-NB-A024 | SO-NB-A024 | SO-NB-A128 | 1 A\ ? / ‘ H
30 O-Ring SO-NB-P28 | SO-NB-P28 | SO-NB-P36 1 ¥ ; ‘L 1
31 O-Ring SO-NB-P32 | SO-NB-P32 | SO-NB-P42 1 C— / :;
32 O-Ring — — SO-NB-P14 1 7 1 T\
38" O-Ring SO-NB-P8 2
40| O-Ring SO-NB-P14 2 @ List of Seal Kits
43 Bonded Seal | SG-FB-1/8 SG-FB-1/8 SG-FB-1/8 2 Valve Model Numbers Seal Kit Numbers
* The O-Rings foritem 38, 40 are used only forthe models with the vent restrictor. S-BSG-03 KS-S-BSG-03-53
e, Thadditon o the sboveseal el fo he pilot vavesare inluded $-BSG-06 KS-$-BSC-06-53
the seal kit. S-BSG-10 KS-S-BSG-10-53
For the detail of the pilot valve seals, see page 359. A-S-BSG-03 KS-A-S-BSG-03-53
A-S-BSG-06 KS-A-S-BSG-06-53
A-S-BSG-10 KS-A-S-BSG-10-53

Note: No bonded seals are included in the seal kits.

® Pilot Valves

See page 236 for the pilot valve model numbers to be

used.
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W Spare Parts List

® List of Pilot Valves

Type of

Electrical Conduit Valve Model Numbers MP(ljlolt;; alv; Remarks

Connection odel Numbers
#-S-BSG-03/06/10-%-2B3A- % -53 DSG-01-2B3A-%-70
*-S-BSG-03/06/10-%-2B3B-*-53 DSG-01-2B3B-%-70
*-S-BSG-03/06/10-%-2B2B- *-53 DSG-01-2B2B-%-70

Japanese Standard "JIS"
#*-S-BSG-03/06/10-*-2B2-%-53 DSG-01-2B2-%-70
#*-S-BSG-03/06/10-*-3C2-%-53 DSG-01-3C2-%-70
#*-S-BSG-03/06/10-*-3C3-%-53 DSG-01-3C3-%-70
Terminal Box Type

*-S-BSG-03/06/10-¢-2B3A-%-5390

DSG-01-2B3A-%-7090

*-S-BSG-03/06/10-¢-2B3B- %-5390

DSG-01-2B3B-*-7090

*-S-BSG-03/06/10-¢-2B2B- %-5390

DSG-01-2B2B-%-7090

*-S-BSG-03/06/10--2B2- % -5390

DSG-01-2B2-%-7090

*-S-BSG-03/06/10--3C2-*-5390

DSG-01-3C2-%-7090

*-S-BSG-03/06/10--3C3-%k-5390

DSG-01-3C3-%-7090

N. American Design Std.

Plug-in Connector Type

*-S-BSG-03/06/10-*-2B3A-%* -N-53

DSG-01-2B3A-% -N-70

*-S-BSG-03/06/10-*-2B3B- *-N-53

DSG-01-2B3B-%*-N-70

*-S-BSG-03/06/10-*-2B2B- % -N-53

DSG-01-2B2B-% -N-70

*-S-BSG-03/06/10-:¢-2B2-% -N-53

DSG-01-2B2-% -N-70

*-S-BSG-03/06/10-%-3C2-% -N-53

DSG-01-3C2-% -N-70

*-S-BSG-03/06/10--3C3-% -N-53

DSG-01-3C3-% -N-70

Japanese Standard "JIS"

*-S-BSG-03/06/10-*-2B3A-* -N-5380

DSG-01-2B3A-% -N-70

*-S-BSG-03/06/10-*-2B3B- *-N-5380

DSG-01-2B3B-%-N-70

*-S-BSG-03/06/10--2B2B- * -N-5380

DSG-01-2B2B-%*-N-70

*-S-BSG-03/06/10-¢-2B2-% -N-5380

DSG-01-2B2-% -N-70

*-S-BSG-03/06/10--3C2-%* -N-5380

DSG-01-3C2-% -N-70

*-S-BSG-03/06/10--3C3-%* -N-5380

DSG-01-3C3-%-N-70

European Design Std.

*-S-BSG-03/06/10--2B3A-%* -N-5390

DSG-01-2B3A-%* -N-7090

*-S-BSG-03/06/10-%-2B3B- *-N-5390

DSG-01-2B3B-%-N-7090

*-S-BSG-03/06/10--2B2B- *-N-5390

DSG-01-2B2B-%-N-7090

*-S-BSG-03/06/10--2B2- % -N-5390

DSG-01-2B2-% -N-7090

*-S-BSG-03/06/10--3C2- % -N-5390

DSG-01-3C2-% -N-7090

*-S-BSG-03/06/10--3C3-%-N-5390

DSG-01-3C3-%-N-7090

N. American Design Std.

2. For the details of the pilot valves, see page 359.

Note: 1. Fill a coil type (a symbol representing current/voltage) in section marked .
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B H/HC Type Pressure Control Valves

These valves are hydraulically damped, direct operated, pressure control valves which can be actuated by internal or
external pilot pressure.

B H Type Pressure Control Valves B HC Type Pressure Control Valves
There are various types of valve including sequence, They are available with integral check valves for use
unloading and low pressure relief valves, all of which when free reverse flow from secondary port to the
are operated by a pressure rise in the circuit, sensed primary port is desired. There are various types of
either internally or remotely. valve including sequence and counterbalance valves, all

of which are operated by a pressure rise in the circuit,
sensed either internally or remotely.

H/HC Type
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Il Specifications

Model Numbers Max. Oper-| Max. Flow Approx. Mass kg (1bs.)
Series Threaded Sub-plate ating Pres. L/min Threaded Sub-plate
Connection Mounting MPa (PSI) | (U.S.GPM) | Connection Mounting
HT-03-3kk-:k-22/2280/2290 HG-03-3%-:k-22/2290 50 (13.2) 3.7 (8.2) 4.0 (8.8)
H Type Pressure HT-06-3%%-%-22/2280/2290 | HG-06-%:%-3-22/2290 | 21(3050) | 125 (33) 62 (13.7) | 6.1 (13.5)
Control Valves
HT-10-3k *%-%-22/2280/2290 HG-10-%k--22/2290 250 (66) 12.0 (26.5) 11.0 (24.3)
HCT-03-%3k-2k-22/2280/2290 | HCG-03-k *--22/2290 50 (13.2) 4.1 (9.0) 4.8 (10.6)
HC Type Pressure HCT-06-3 3-3%-22/2280/2290 | HCG-06-3%3k-5%-22/2290 | 21(3050) | 125 (33) 7157 | 74 (16.3)
Control Valves
HCT-10-%%-3-22/2280/2290 | HCG-10-% k--22/2290 250 (66) 13.8 (30.4) 13.8 (30.4)

® For check valve pressure drops of HC type, see free flow pressure drop characteristics described on page 247.

Yuken can offer flanged connection valves described below.
For details, contact us.

Max. Operating Max. flow
Model Numbers Pressure L/min
MPa (PSI) (U.S.GPM)

HE/HCE-10-3 5--22/2290 )1 250(66)
HF/HCF-16-3% 5-3-20/2090 (3050) 500(132)

H /HC Type Pressure Control Valves 237
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B Model Number Designation

F- H | T -03 -C . 3 -P -22 *
] Y i ]
Special Series | Type of Valve Pres. Adj. i Valve W} t.h Design | .
Seals Number | Mountin Size Range | Type Auxiliary Number | Design Standards
| e MPa (PSI) | yp Pilot Pressure i
03 2 |
| T: | i None: Japanese Std. "JIS"
3 Threaded 06 | 1% 22 | 80:European Design Std.
H: | Connection | 1 90:N. American Design Std.
H Type 3 10 b2 22 3
F Pressure | | 3 |
: Control | 03 L:0.25-045 | 22
Special Valves | G: (36 -65) Log ! None: Japanese Std. "JIS" &
Seals for ! Sub-plate 06 M:0.45-0.9 | 22 European Design Std.
Ehosphate . Mounting (65 -130) P ' 90:N. American Design Std.
Tt : 10 | N:09 -18 | With 2
Flylﬁ % ] (130-260)  =————i Q_lllxﬂlary }
Iy | 03 A:18 -35 | tlot 22
Omit if w | ‘
fmtm H T (260-510) | Pressure - None: Japanese Std. "JIS"
required) i Threaded 06 B:3.5 -7.0 | ’ 22 | 80:European Design Std.
HC: | Connection (510-1020) i i 90:N. American Design Std.
HC Type | 10 C:7.0 -14 P2 22
Pressure | (1020 -2030) | 3 ‘
Control ! 03 | 22
Valves 3 G: 3 4 : None: Japanese Std. "JIS" &
| Sub—plgte 06 ! 22 European Design Std.
! Mounting ! ! 90:N. American Design Std.
| 10 | 2

% 1. For the details of valve types, see the following page.

% 2. Type 1 is only possible for pressure adjustment ranges L and M.
3. Models with auxiliary pilots are used where valves must be operated under a lower external pilot pressure than the adjusted pressure (types N, A,
and B: about 1/8 of adjusted pressure; type C: about 1/16). This does not apply to pressure adjustment ranges L and M and valve type 1.

M Instructions

® To adjust the pressure, loosen the lock nut and turn the pressure adjustment screw slowly clockwise to increase pressures
or anti-clockwise to decrease pressures. After adjustments, do not forget to tighten the lock nut.

® Connect the secondary side pressure ports of types 1 and 4 (internal drain) and the drain ports of types 2 and 3 (external
drain) directly to the reservoir with a back pressure close to the atmospheric pressure.

® There are two threaded connection primary pressure ports. They can be connected each other in-line; one as inlet and
the other as an outlet or the valve can be used by plugging one of the pressure ports.

M Sub-plate

Valve Japanese Standard "JIS" European Design Standard N.American Design Standard Approx.

Model Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
Numbers Model Numbers Size Model Numbers Size Model Numbers Size kg (Ibs.)
HG 03k HGM-03-20 Rc 3/8 HGM-03-2080 3/8 BSP.F HGM-03-2090 3/8 NPT 1.6 (3.5)
HCG HGM-03X-20 Rc 172 HGM-03X-2080 1/2 BSP.F HGM-03X-2090 172 NPT 1.6 (3.5)
HG 0355 p HGM-03-P-20 Rc 3/8 HGM-03-P-2080 3/8 BSP.F HGM-03-P-2090 3/8 NPT 2.0 (4.4)
HCG HGM-03X-P-20 Rc 172 HGM-03X-P-2080 1/2 BSP.F HGM-03X-P-2090 172 NPT 2.0 (4.4)
HG P HGM-06-20 Rc 3/4 HGM-06-2080 3/4 BSP.F HGM-06-2090 3/4 NPT 24(5.3)
HCG HGM-06X-20 Re 1 HGM-06X-2080 1 BSP.F HGM-06X-2090 1 NPT 3.0 (6.6)
HG O6-geskP HGM-06-P-20 Rc 3/4 HGM-06-P-2080 3/4 BSP.F HGM-06-P-2090 3/4 NPT 24(5.3)
HCG HGM-06X-P-20 Re 1 HGM-06X-P-2080 1 BSP.F HGM-06X-P-2090 1 NPT 3.0 (6.6)
HG 0k HGM-10-20 Rc 1-1/4 HGM-10-2080 1-1/4 BSP.F HGM-10-2090 1-1/4 NPT 4.8 (10.6)
HCG HGM-10X-20 Rc 1-1/2 HGM-10X-2080 1-1/2 BSP.F HGM-10X-2090 1-1/2 NPT 5.7 (12.6)
HG 0wk HGM-10-P-20 Rc 1-1/4 HGM-10-P-2080 1-1/4 BSP.F HGM-10-P-2090 1-1/4 NPT 4.8 (10.6)
HCG HGM-10X-P-20 Rc 1-1/2 HGM-10X-P-2080 1-1/2 BSP.F HGM-10X-P-2090 1-1/2 NPT 5.7 (12.6)

® Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface should have
a good machined finish.
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PRESSURE CONTROLS

W Attachment
©® Mounting Bolts
Valve Model Socket Head Cap Screw
Numbers Japanese Std. "JIS" and European Design Std. N. American Design Std. e
HG-03 MI10X 50 Lg. 3/8-16 UNCX 2 Lg. 4
HG-06 MI10X 50 Lg. 3/8-16 UNCX 2 Lg. 4
HG-10 MI10X 50 Lg. 3/8-16 UNCX 2 Lg. 6
HCG-03 MI10X70 Lg. 3/8 -16 UNC X 2-3/4 Lg. 4
HCG-06 MI10X 80 Lg. 3/8 -16 UNC X 3-1/4 Lg. 4
HCG-10 MI10X90 Lg. 3/8 -16 UNC X 3-1/2 Lg. 6
M Valve Types
® H Type
Valve Type Low Prc;l;?lfl){eelli;af Valve Seql;l;}rllrcj:z i}alve Seql;[;:}rllfcj:z i}alve UnloZ(}iliI:g‘l\'/alve

Pilot-Drain Type

Internal Pilot-Internal Drain

Internal Pilot-External Drain

External Pilot-External Drain

External Pilot-Internal Drain

Operations
Graphic Symbols N
With auxiliary With auxiliary With auxiliary
pilot port pilot port pilot port
Can be used as low- Used to control the Used for the same Used as unloading valve.
pressure relief valve, but operational sequence of two | purpose as for the type 2. If external pilot pressure
be careful to occurrence of or more actuators. If Operated by external pilot exceeds the pressure
Description surge pressure. primary pressure exceeds pressure irrespective of setting, the pump is turned
the pressure setting, primary pressure. no-load by releasing all
effective fluid is delivered fluid to the tank.
to the secondary side.
® HC Type
Type 1: Type 2: Type 3: Type 4:
Valve Type yp! yp! yP! yp!

Counterbalance Valve

Sequence and Check Valve

Sequence and Check Valve

Counterbalance Valve

Pilot-Drain Type

Internal Pilot-Internal Drain

Internal Pilot-External Drain

External Pilot-External Drain

External Pilot-Internal Drain

Operations
Graphic Symbols
With auxiliary With auxiliary With auxiliary With auxiliary
pilot port pilot port pilot port pilot port
Used to prevent gravitatio- Used to control the Used for the same purpose Used for the same purpose
nal falls by generating a operating sequence of two as for type 2. Operated by as for type 1. Operated by
pressure on the actuator or more actuators. If external pilot pressure external pilot pressure
return side. If primary primary pressure exceeds irrespective of primary irrespective of primary
Descriptions pressure exceeds the the pressure setting, pressure. Reversed flow is pressure. Reversed flow is

pressure setting, fluid is
released to keep the pressure
constant.

effective fluid is delivered
to the secondary side.
Reversed flow is free by

a check valve.

free by a check valve.

free by a check valve.

H /HC Type Pressure Control Valves
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YUKEN

HT-03, 06, 10-::k-:-22/2280/2290

Type 3: Sequence Valve

(External Pilot, External Drain)

DIMENSIONS IN
MILLIMETRES (INCHES)

Thread Size
Model Numbers
"Q" Thd. "S" Thd. "T" Thd.
1 HT-03, 22 Rc 3/8
o g
Z (_(> a HT-06, 22 Rc 3/4 Rc 1/4 Rc 1/4
o Y HT-10, 22 Re 1-1/4
<
) HT-03, 2280 3/8 BSP.F
HT-06, 2280 3/4 BSP.F 1/4 BSP.F 1/4 BSP.Tr
A Pressure Adjustment
B Screw HT-10, 2280 1-1/4 BSP.F
10(.39) Hex. HT-03, 2290 3/8 NPT
CE\IC. HT-06, 2290 3/4 NPT 1/4 NPT 1/4 NPT
HT-10, 2290 1-1/4 NPT
Lock Nut
13 (.51) Hex.
}E Drain Port
Secondary Pressure T "S" Thd.
Outlet Port
"Q" Thd. %
1 = Secondary Pressure }
—es '_"; Gauge Connection
3 "T" Thd. — \(_
g D)
¥ o &
>
z E =
= /4R
- )
=l )
Primary Pressure - .
m * 1 Primary Pressure Inlet Port }
T Thd. "Q" Thd. 2 Places
Axtemal pilot port"X" Aux. Pilot Port"Y"
"S" Thd. "S" Thd.
(For "P" models only)
Dimensions mm (Inches)
Model Numbers
A B C D E F J K L N Vv
HT-03 41 82 60 74 191 57 43 70 0 28 28
(1.61) | (3.23) | (2.36) | (2.91) | (7.52) | (2.24) | (1.69) | (2.76) 0) (1.10) | (1.10)
HT-06 48 96 73 87 221 64.5 50.5 80.5 9 33 42
(1.89) | (3.78) | (2.87) | (3.43) | (8.70) | (2.54) | (1.99) | 3.17) | (.35) | (1.30) | (1.65)
HT-10 66 132 86 112 272 84 66 98 12 40 52
(2.60) | (5.20) | (3.39) | (4.41) |(10.71)| (3.31) | (2.60) | (3.86) | (.47) | (1.57) | (2.05)

Type 1: Low Pressure Relief Valve
(Internal Pilot, Internal Drain)

Plug

Plug

Type 2: Sequence Valve

(Internal Pilot, External Drain)

\__Drain Port

Plug

Port

External Pilot

Type 4: Unloading Valve

(External Pilot, Internal Drain)

Plug

}
e

H /HC Type Pressure Control Valves




PRESSURE CONTROLS

Mounting Surface :
HG-OS, 06-%:%-%-22/2290 Type 1: Low Pressure Relief Valve
HG-03: ISO 5781-AG-06-2-A (Internal Pilot, Internal Drain)

Type 3: Sequence Valve HG-06: ISO 5781-AH-08-2-A
(External Pilot, External Drain)

"A" SQ.

il
o | @9 ’ o
o o) U1
@@\ Pressure Adjustment Screw

10 (.39) Hex.
(e

@

=7

Lock Nut
13 (.51) Hex.

&

Type 2: Sequence Valve

(Internal Pilot, External Drain)
I Secondary Pressure
a Outlet Port (]
Drain Port d>)
or
SR . 11(.43) Dia. Through =
3 ’Pﬁ /‘ 17.5(.69) Dia. Spotface \ >
2 A 4 Places 8 =
e ’/ == 6(.24) = °
8 L@y — = . = +=
— TN ‘f/,’ 1 Drain Port c
E )i _i \_Locating Pin O o
gl _ | — IO
—“% | External Pilot Port "X" 8§ Jb---- B )
TN — Mounting Surface T =
- e (O-Rings Furnished) a
L ) 4 . a
; ; _Primary Pressure Type 4: Unloading Valve ()
. Inlet Port . . ju
Aux. Pilot Port"Y" E K (External Pilot, Internal Drain) o

(For "P" models only)

Dimensions mm (Inches)
Model Numbers
A B C D E F J K
HG-03 60 67 35 39 89 191 49.6 38
(2.36) | (2.64) | (1.38) | (1.54) | (3.50) | (7.52) | (1.95) | (1.50)
HG-06 73 79 40 39 102 221 51 38
) (2.87) | (3.11) | (1.57) | (1.54) | (4.02) | (8.70) | (2.01) | (1.50)
-10- e Mounting Surface Type 1: Low Pressure Relief Valve
HG-10-3%%-%-22/2290 1ISO 5781-AJ-10-2-A (Internal Pilot, Internal Drain)

Type 3: Sequence Valve
(External Pilot, External Drain)
DIMENSIONS IN
MILLIMETRES (INCHES)
O’F\ 86(3.39) SQ.
® ~—
— = T
= | [ Bl
S — & _
s pra Pressure Adjustment Screw
= y 10(.39) Hex. Type 2: Sequence Valve
O (Internal Pilot, External Drain)
INC
Lock Nut
13(.51) Hex.
Secondary Pressure .
Drain Port Outlet Port Drain Port
i \ 11(.43) Dia. Through
3 17.5(.69) Dia. Spotface
'% = @ i /,:j/ 4 Places 6 (24)
5 o N AN —— Type 4: Unloading Valve
Y NS 2 N Locating Pin (External Pilot, Internal Drain)
R E 6(24) Dia.
. \\:X\L‘\ . o A\ Mounting Surface
& 3 H External Pilot Port "X (O-Rings Furnished)
™ s B
) \Egl Primary Pressure Inlet Port aﬁ Jﬁ
Aux. Pilot Port"Y" 119 38 External Pilot
(For "P" models only) (4.69) (1.50) Port
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YUKEN

HCT-03, 06, 10-#:k--22/2280/2209

Type 3: Sequence and Check Valve
(External Pilot, External Drain)

DIMENSIONS IN
MILLIMETRES (INCHES)

Thread Size
Model Numbers
"Q" Thd. "S" Thd. "T" Thd.
HCT-03, 22 Re 3/8
A [
HCT-06, 22 Re 3/4 Re 1/4 Re 1/4
@ HCT-10, 22 Re 1-1/4
y = HCT-03, 22 BSP.F
g ﬁ;§ ) a CT-03, 2280 3/8 BS
o ~ )= HCT-06,2280 | 3/4BSPF | 1/4BSPF | 1/4BSP.Tr
| <
@ HCT-10, 2280 1-1/4 BSP.F
A HCT-03, 2290 3/8 NPT
Pressure Adjustment Screw B HCT-06, 2290 3/4 NPT 1/4 NPT 1/4 NPT
10 (.39) Hex.
(39) @c. HCT-10, 2290 1-1/4 NPT
Lock Nut
13 (:51) Hex. }E Drain Port
"S" Thd.

Secondary Pressure Outlet Port

or Reversed Free Flow Inlet Port
"Q" Thd.

i

"T" Thd.

Secondary Pressure
Gauge Connection

K
Fully Extended "E"

Primary Pressure

Gauge Connection
"T" Thd.

Primary Pressure Inlet Port

"
EC

ar

H&&J 7Y

or Reversed Free Flow Outlet

External Pilot Port "X" "Q" Thd. 2 Places

"S" Thd.

Port

Aux. Pilot Port"Y"

"S" Thd.
(For "P" models only)

Dimensions mm (Inches)
Model Numbers
A B Cc D E F J K L N Vv
HCT-03 41 82 60 96 191 57 43 70 0 28 28
) (1.61) | (3.23) | (2.36) | (3.78) | (7.52) | (2.24) | (1.69) | (2.76) | (0) | (1.10) | (1.10)
HCT-06 48 96 73 116 221 64.5 50.5 80.5 9 33 42
) (1.89) | (3.78) | (2.87) | (4.57) | (8.70) | (2.54) | (1.99) | (3.17) | (.35) | (1.30) | (1.65)
HCT-10 66 132 86 152 272 84 66 98 12 40 52
(2.60) | (5.20) | (3.39) | (5.98) |(10.71)| (3.31) | (2.60) | (3.86) | (.47) | (1.57) | (2.05)

Type 1: Counterbalance Valve
(Internal Pilot, Internal Drain)

Type 2: Sequence and Check Valve
(Internal Pilot, External Drain)

Plug

\__Drain Port

Plug Plug

¥
Vo 7
¥

€

<

€
ECT

Port

Plug

External Pilot

9

)
-

Type 4: Counterbalance Valve
(External Pilot, Internal Drain)

iﬁi
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PRESSURE CONTROLS

Mounting Surface .
HCG-03, 06-#:%--22/2290 Type 1: Counterbalance Valve
’ HCG-03: ISO 5781-AG-06-2-A (Internal Pilot, Internal Drain)

Type 3: Sequence and Check Valve HCG-06: ISO 5781-AH-08-2-A
(External Pilot, External Drain)

o .
o
TR C
)
\\ / Pressure Adjustment Screw
10 (.39) Hex. Lock Nut
M M Qc_ 13(.51) Hex. @
l Type 2: Sequence and Check Valve
Secondary Pressure Outlet Port (Internal Pilot, External Drain)
or Reversed Free Flow Inlet Port
Drain Port §
i 11(.43) Dia. Through ©
= 17.5(.69) Dia. Spotface >
5 4 Places — 6(.24 Q _
. OO T O f (24 Se
& Drain Port - 'E
>
= \ Locating Pin O o
- 6(.24) Dia. o
External Pilot Port "X" — N Mounting E e
T| Surface =2
- (O-Rings 3
Primary Pressure Inlet Port 69 Furnished) Type 4: Counterbalance Valve i
e . or Reversed Free Flow ' ' (External Pilot, Internal Drain) =
Auxiliary Pilot Port E Outlet Port K o
(For "P" models only)
Dimensions mm (Inches)
Model Numbers
A B (o5 D E F J K
HCG-03 (39;)4) (25392) (13358) (26396) (38590) (719512) (41199.; (2558)
. . . . . . . . External Pilot
HOG-06 108 | 69 40 73] 102 | 221 | 51 68 Port
(4.25) | (2.72) | (1.57) | (2.87) | (4.02) | (8.70) | (2.01) | (2.68)
Mounting Surface Type 1: Counterbalance Valve

HCG-10-sk2k-%-22/2290

Type 3: Sequence and Check Valve
(External Pilot, External Drain)

(Internal Pilot, Internal Drain)

ISO 5781-AJ-10-2-A

DIMENSIONS IN
MILLIMETRES (INCHES)

(1.81)

132
(5.20)
%@ﬁm
)
==
=g
olF |
I
En
gz
Sk
"I
A~2
w2
(o]
a
<

79
(3.11)

Type 2: Sequence and Check Valve
(Internal Pilot, External Drain)

Lock Nut
13(.51) Hex.

Drain Port

11(.43) Dia. Through

1 Secondary Pressure Outlet Port
or Reversed Free Flow Inlet Port
Drain Port
% l

T 17.5(.69) Dia. Spotface
@» Y4 6 Places

Type 4: Counterbalance Valve
(External Pilot, Internal Drain)

Fully Extended
272(10.71)
Yo
Th
[

6(.24) Dia.

External Pilot Port "X"

Mounting

o f Surface
s (O-Rings
L] Furnished)

Primary Pressure Inlet Port

62
(2.44)

Auxiliary Pilot Port or Reversed Free Flow
(For "P" models only) (4.69) Outlet Port (3.07)

H /HC Type Pressure Control Valves 243



® HGM-03-20/2080/2090 DIMENSIONS IN
HGM-03X-20/2080/2090 MILLIMETRES (INCHES)
32
"A"Thd. (1.26)
2 Places 90 13(.51) Dia. 16
“B"Thd. (3.54) 2 Places (63)
2 Places 10 70 7(.28) Dia. 10(.39) Deep 15
(-39) (2.76) For Locating Pin (:59)
© ©) BE
L N ~
'@W o Oy
) N4 O — 0| T
Y8 | Yo ) _ Qe NT oS 9B
—IE 7|8 o S “’\\ "‘tvv—“‘m-vv— @)
=9 A —I Bl o= TI= 2
. () EEd ~lo IS
cutoo. % 8K oo ol -
= \%/\/\ul p— 2 - Q= ~ -
— (.16) Dia.
=} % 79 21::laces —
"l "C" Thd. ub-plate
8.8(.35) Dia. Through (:31) "A" Thd. "B" Thd. "C" Thd.
14(.55) Dia. Spotface 33.3 fgl(;lzgs) Deep Model Numbers
4 Places (1.31) HGM-03-20 Re 3/8
58.7 Re 1/4
2.37) HGM-03X-20 Re 172 M0
1.7 66.7
67y .69 HGM-03-2080 3/8 BSP.F 4 BSPE
HGM-03X-2080 1/2 BSP.F
HGM-03-2090 3/8 NPT
1/4NPT | 3/8-16 UNC
HGM-03X-2090 1/2 NPT
® With Auxiliary Pilot Pressure Port
HGM-03-P-20/2080/2090
HGM-03X-P-20/2080/2090
90
(3.54) ATTh
10 70 2 Places‘ 36
(:39) (2.76) (1.42)
D 16
"B"Thd. 115 2 Places 15
3 Places (:45) 7(.28) Dia. 10(.39) Deep (:59)
For Locating Pin
%@, %? J:’;
QL N G
N (NN R —~ 0|5
o ) —~N[—= R
Sigg,l.u = Ty M Y Vt;?,-&%j@f
8lq ol R Y S A
Swlm T 47 ~lo oS
‘“L w| S S =
v \w [
° ;.'7; 79 "C"Thd. 20(.79) Deep 4 Places
= 4(.16) Dia. 131) 8.8(.35) Dia. Through
3 Places 11 14(.55) Dia. Spotface 4 Places
43
3;3 ) Sub-plate Thread Size Dimensions mm(Inches)
(1.31) Model Numbers "A" Thd. "B" Thd. "C" Thd. D E F
58.7 35 69.5 12.5
(2_31) HGM-03-P-20 Rc 3/8 (138) (2.74) (49)
1.7 66.7 Re 1/4
(07) " (2:69) HGM-03X-P-20 Re 172 (14611) (3762) (1‘5"75)
M 10
35 | 695 | 125
HGM-03-P-2080 3/8 BSP.F (138) | (2.74) | (49)
1/4 BSP.F
41 67.5 | 145
HGM-03X-P-2080 | 1/2 BSP.F a6l | 266 | (57
HGM-03-P-2090 3/8 NPT (13558) (297'2) (li;f)
1/4 NPT 3/8-16 UNC
HGM-03X-P-2090 | 1/2 NPT (14611) (2762) (12,.75)
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PRESSURE CONTROLS

® HGM-06-20/2080/2090 DIMENSIONS IN
HGM-06-P-20/2080/2090 s |MILLIMETRES (INCHES)
;‘;'I'Thd 22(.87) Dia. (1.42) s
aces
S~ 2 Places T 163)
2 Places 1%22 7(.28) Dia. 10(.39) Decp ‘15%
(4.02) For Locating Pin (:59)
(A ) -
o = éé & — =
VgzE o i colanisof 28
TR S o ALK i gB3ng2ed TE
“uw T |y A e
Do | |© @' N7 €
RERNC! T BN\ =leee —
A - 7< §\\/€\ - 3 8 © | _
(& IR . =
= ~ —
o8 F 5(.20) Dia. 2 Places Q N Y
"D" Thd, | 64 "C" Thd. 20(.79) Deep -
4(.16) Dia, 14 (25) 4 Places
"HGM-06-P" (%% 8.8(.35) Dia. Through
Auxiliary Pilot Pressure 0 5.6) 14(.55) Dia. Spotface
Models Only 73 4 Places
13 (%3‘71) Sub-plate Thread Size Dimensions mm(Inches)
(.44) (3.1'3) Model Numbers | "A" Thd. | "B" Thd. | "C" Thd. | "D" Thd. E F
HGM-06-20 61.7 (2.43) 6.4 (.25)
—— 1 Rc3/4 Rc 1/4 Rc 1/4
HGM-06-P-20 MI0 64 (2.52) 3(.12)
HGM-06-2080 3/4 1/4 1/4 61.7(2.43) | 6.4(25)
HGM-06-P-2080 | BSP.F | BSPF BSPF | 64(2.52) 3(12)
HGM-06-2090 3/8-16 61.7(2.43) | 6.4(.25)
—— 1 3/4NPT | 1/4 NPT 1/4 NPT
HGM-06-P-2090 UNC 64 (2.52) 3(.12)
® HGM-06X-20/2080/2090
HGM-06X-P-20/2080/2090 45
"A"Thd. (1.77)
2 Places 102 ey |16
"B"Thd. (4.02) 22(.87) Dia. r (.63)
2 Places \11.3 75 2 Places 15
(:44) (2.95) 7(.28) Dia. 10(.39) Deep (.59)
— / For Locating Pin | |
© ) =
T PER ~~
€S-
oo 38 s - =l gy
o 22 Nowlo ¥ gm0
BeTET ) i ) B e gEseI Ry T
3 s ian = S PN IS S N el
3 ”’-4 T R
= 2 o —
B, \M — —
_ Q| K 5
3 F 5(.20) Dia. 2 Places =
"D" Thd. (62451) :1(;']' Thd. 20(.79) Deep
aces
. 14 | |\
4(.16) Dia. 4>(.55) ‘j‘ 8.8(.35) Dia. Through
"HGM-06X-P" 39.7 14(.55) Dia. Spotface
Auxili Iy (1.56) 4 Places
uxiliary Pilot Pressure 73
Models Only (2.87)
79.4
(3.13)
Sub-plate Thread Size Dimensions mm(Inches)
Model Numbers | "A" Thd. | "B" Thd. | "C" Thd. | "D" Thd. E F H J
HGM-06X-20 61.7 (2.43)| 6.4(25) 323 o
—— Rcl Rc 1/4 Rc 1/4 .
HGM-06X-P-20 MO 64(2.52) | 3(12) (3.24) (.87)
HGM-06X-2080 1/4 1/4 61.7 (2.43)| 6.4(.25) | 80 (3.15) 24 (.94)
— 1 BSP.F
HGM-06X-P-2080 BSP.F BSPF | 64 (252) | 3(12) |82.3(3.24)| 22(87)
HGM-06X-2090 3/8-16 61.7(243)| 6.4(25) | 80(3.15) 24 (.94)
—— I NPT 1/4 NPT 1/4 NPT
HGM-06X-P-2090 UNC 64(2.52) | 3(12) |82.3(3.24)| 22(87)

H /HC Type Pressure Control Valves

H/HC Type

(7]
(%
=
(]
>
o
S
=
[=
o]
(&)
(]
L
=]
(/)]
o\
o
B
o

245



246

® HGM-10-20/2080/2090 DIMENSIONS IN
HGM-10-P-20/2080/2090 MILLIMETRES (INCHES)
s | AT )
12 116 2 Places 20
"C" Thd. 20(.79) Deep 5 @57) 28(1.10) Dia. - W
: ! 2 Places '1 9
“B"Thd. 7(.28) Dia. 10(.39) Deep (75)
2 Places For Locating Pin ||
ALK o
\/ R Q\I \//
Q|= ©|© N = = =
veqR x5 @ | [er __|[TNK LY ¢ ™|
CTEEE Bt D). & SR e
- s / 7 \ — ~ ~
Qe CARN e
= ~—_ —T)-<|8 |5
~ —l=aQls ) —
=~ E 5(.20) Dia. 2 Places R g
AN 4 "11( 43) Din Thronoh ~I2
16) 11(.43) Dia. Through
"D" Thd. 15 H ( 17.5(.69) Dia. Spotface
4(.16) Dia. (-59) 4 Places Sub-plate Thread Size mm(Inches)
(;‘Bé;‘) Model Numbers | "A" Thd. | "B" Thd. | "C" Thd. | "D" Thd. E
11.6 92.9 HGM-10-20 13.6
54
(";eé (2':? Rc 1-1/4 | Rc 1/4 Rc 1/4 %
"HGM-10-B"  {3g) @.81) HGM-10-P-20 (38)
Auxiliary Pilot Pressure 120 MI10 36
Models Onl ~10- .
y @72) HGM-10-2080 - " " (54
HGM-10-P-2080 BSP.F BSP.F BSP.F 9.6
(.38)
13.6
HGM-10-2090 1-1/4 3/8-16 (.54)
| NPT 1/4 NPT UNC 1/4 NPT T
® HGM-10X-20/2080/2090 HGM-10-P-2090 (38)
HGM-10X-P-20/2080/2090
140
(5.51)
12 116 50
(-47) (4.57) "A"Thd. (1.97)
nan F 2 Places ) - 20
C" Thd. 20(.79) Deep 28(1.10) Dia. r (79)
6 Places E 2 Places 19
"B"Thd. 7(.28) Dia. 10(.39) Deep (.75)
2 Places For Locating Pin | |
o
- | NS
N~ ©o|© T -= <
N2l e . %y _wg~Sugsia $I5
ST SR, & & §83a 8BS Te
. 8 ~ - ‘/’/KJ\\V\‘ \ AE Al
Se 1N | S BN Sleels —
= B S ©|©O T|® . ==
pianl B\ TN L i
=] 5(.20) Dia. 2 Places NE O ]
0l 4 11(.43) Dia. Through 0§
d|= (16) 17.5(.69) Dia. Spotface
"D" Thd. 15 ‘ | 4 Places
4(16) Dia. (:59) 484 Sub-plate Thead Size mm(Inches)
D) Model Numbers | "A" Thd. | "B" Thd. | "C" Thd. | "D" Thd. | E F
1.6 92.9 HGM-10X-20 13.6 | 1025
(.46) (3.66) (.54) | (4.04)
96 06.8 Rc 1-1/2 Rc 1/4 Rc 1/4 96 106
(:38) (?501) HGM-10X-P-20 1o (38) | @.17)
"HGM-10X-P" 13.6 102.5
f/lu;;ililaréPlilol Pressure “.72) HGM-10X-2080 1-1/2 1/4 1/4 (.54) | (4.04)
odels Only BSP.F BSP.F BSP.F 96 106
HGM-10X-P-2080 (38) | (4.17)
13.6 102.5
HGM-10X-209 1-1/2 3/8-16 (.54) | (4.04)
————— NPT VANPT | 00 VANPT = 106
HGM-10X-P-2090 (38) | (4.17)
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PRESSURE CONTROLS

M Pressure Drop for Reversed Free Flow

Hydraulic Fluid: Viscosity 35 mm?/s (164 SSU), Specific Gravity 0.850

HCT-03
PSI MPa HCG-03
9 04
= 50 ‘ :
& 40| 03
a L
> 3002
= 201 —
£ 10 0'0/
0 E
0 10 20 30 40 50 L/min
| | | | |
0 25 50 75 100 125 U.S.GPM o
Flow Rate g
©
Q>
o)
>
HCT-06 ==
PSI MPa HCG-06 O o
9 0.4 o
¥ 50 -9
& 40|03 T >
2 30
0.2 7]
E 20 o — o
W . &
£ 18 o—
0 25 50 75 100  125L/min
| | | | | |
0 5 10 15 20 25 30 US.GPM
Flow Rate
HCT-10
PSI MPa HCG-10
o 0.6
= 80
- 0.5
§ 60|-0.4
o 40| 03
Z 20 02
3 0.1
E 0 oF—1
0 50 100 150 200 250 L/min
I A R

0O 10 20 30 40 50 60 U.S.GPM
Flow Rate

@ For any other viscosity, multiply the factors in the table below.
mm?*/s| 15 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100

SSU | 77 | 98 | 141 | 186 | 232 | 278 | 324 | 371 | 417 | 464
Factor 0.81]0.870.96 | 1.03]1.09|1.14]1.19 | 1.23 | 1.27 | 1.30

Viscosity

® For any other specific gravity (G'), the pressure drop (4P') may be obtained from
the formula below.
AP'= AP (G'/0.850)
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B Nominal Override Characteristics

Hydraulic Fluid: Viscosity 35 mm?/s (164 SSU), Specific Gravity 0.850

PSI  MPa
PSI  MPa H:/HC*-06-C
*/HC*-03- 2000 14
N H/HC*-03-C o S
- [— L S
1600~ — 1 I~
10 H*/HC*-06-B
H:/HC*-03-B 1000f- 7 —
1000~ Z — T 800 |- g
soof- . [ = 600 4
H:k/HC#*-03-A H:/HC:*-06-A
500 35 500~ 3.5
30 — 3.0 ——
: 400 59 ——— : 400 59 ——
Z 300" 20 7300~ 20
& H3/HC*-03-N & H3/HC*-06-N
£300]- 20 Z300[ 20
5 B — =] I~ |—
g 200 15 — S 200 15 ——
2T 1ol—m———7 S8 10fe——I—
H=*/HC*-03-M H:/HC*-06-M
130 o9 130~ 0.9
12017 o8 e 12017 o8
100~ 0.7 1001~ 0.7
~ 06 I~ 06
o HA/HCH-03-L o HE/HCH-06-L
6ol 045 p—— 6ol 045 —
- 0.35 - 0.35
401 5|~ 40|~ go5| ==
ol | | | | | ol | | | | |
0 10 20 30 40 50 L/min 0 25 50 75 100 125 L/min
I R R R I R R
0 25 5 75 10 125 US.GPM 0 10 15 20 25 30  U.S.GPM
Flow Rate Flow Rate
PSI  MPa
H:/HC#*-10-C
2000} 14
| ——
1600 12
| 10—
H:/HC*-10-B
1000} 7
gool- ©
I
H:/HC:*-10-A
500}~ 35
_, 400}~ 22
% 300~ 20 ~
~ H=*/HC3-10-N
E 300~ 20
£ 200~ 15 |
2 I 10 — |
H=*/HC3-10-M
1301 0.9
1201~ o 1
100 0.7
I~ 06
H*/HC>*-10-L
701~ 045
60| O —
- 0.35
401~ go5l—
ol | | | | |
0 50 100 150 200 250 L/min
[ R N R R
0 10 20 30 40 50 60 U.S.GPM
Flow Rate

248

H /HC Type Pressure Control Valves




PRESSURE CONTROLS

M Spare Parts List

HT-03, 06, 10-::k-:-22/2280/2290
HG-03, 06, 10-3k:k-:%-22/2290

C

A
8
2 A
9
i /)
i | w
! 2
(L
i= = SE—C)
=& Q>
i ) > 9
1 | e _E
9 Section "A" for O o
16 HT--% %-3%-2280 Models o
)
TS
(/)]
(7}
O
1
\@ 2
® List of Seals
Part Numbers Quantity
Item | Name of Parts
HT HT HT
HG -03 HG -06 HG" 10 HT-* | HG-
22 O-Ring SO-NB-P4 SO-NB-P4 SO-NB-P4 — 3"
23 O-Ring SO-NB-P6 SO-NB-P6 SO-NB-P6 4 4
24 O-Ring SO-NB-P9 SO-NB-P9 SO-NB-P9 — 1"
25 O-Ring SO-NB-P9 SO-NB-P9 SO-NB-P9 — 2
26 O-Ring SO-NA-P11 SO-NA-P15 | SO-NA-P20 1 1
28 O-Ring SO-NB-P18 SO-NB-P28 SO-NB-P32 — 2
29 O-Ring SO-NB-P22 | SO-NB-P28 SO-NB-P36 2 2
31 Bonded Seal SG-FB-1/4 SG-FB-1/4 SG-FB-1/4 2 —

% Used only for HG type with auxiliary pilot pressure (P).
Note: When ordering the seals, please specify the seal kit number from the table berow.

® List of Seal Kits

Valve Model Numbers Seal Kit Numbers
HT-03-3k %k-3-22/2280/2290 KS-HT-03-22
HT-06-3k %k-3-22/2280/2290 KS-HT-06-22
HT-10-3k %k-3¢-22/2280/2290 KS-HT-10-22
HG-03-3kk-22/2290 KS-HG-03-22
HG-03-3kk-P-22/2290 KS-HG-03-P-22
HG-06-3kk-22/2290 KS-HG-06-22
HG-06-3k-P-22/2290 KS-HG-06-P-22
HG-10-3kk-22/2290 KS-HG-10-22
HG-10-3kk-P-22/2290 KS-HG-10-P-22

Note: No bonded seals are included in the seal kits.
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W Spare Parts List

HCT-03, 06, 10-#:k-:-22/2280/2290
HCG-03, 06, 10-3:-:%-22/2290

-] Section "A" for

- I\\ HCT-sk-3--2280 Models

=i

Ak

@ List of Seals

Part Numbers Quantity
ltem | Name of Parts o HeL -6 HCL -10  [HCT-# HCG-#
5z O-Ring SO-NB-P4 | SO-NB-P4 | SO-NB-P4 — | 3*

23 O-Ring SO-NB-P6 | SO-NB-P6 | SO-NB-P6 4 4
24 O-Ring SO-NB-P9 | SO-NB-P9 | SO-NB-P9 — |
25 O-Ring SO-NB-P9 | SO-NB-P9 | SO-NB-P9 — | 2
26 O-Ring SO-NA-PI1 | SO-NA-PI5 | SONA-P20 | 1 1
27 O-Ring SO-NB-P12 | SO-NB-PI8 | SO-NB-P22A| 1 1
28 O-Ring SO-NB-P18 | SO-NB-P28 | SONB-P32 | — | 2
29 O-Ring SO-NB-P22 | SO-NB-P28 | SO-NB-P36 | 2 2
31 | BondedSeal | SG-FB-1/4 | SG-FB-1/4 | SG-FB-1/4 2 | —

% Used only for HCG type with auxiliary pilot pressure (P).
Note: When ordering the seals, please specify the seal kit number from the table below.

@ List of Seal Kits

Valve Model Numbers Seal Kit Numbers
HCT-03-3k %-3k-22/2280/2290 KS-HCT-03-22
HCT-06-3k %-3k-22/2280/2290 KS-HCT-06-22
HCT-10-3k *k-3k-22/2280/2290 KS-HCT-10-22

HCG-03-3k-22/2290 KS-HCG-03-22
HCG-03-3k*-P-22/2290 KS-HCG-03-P-22
HCG-06-3k*-22/2290 KS-HCG-06-22
HCG-06-3k *-P-22/2290 KS-HCG-06-P-22
HCG-10-3k-22/2290 KS-HCG-10-22
HCG-10-3k*-P-22/2290 KS-HCG-10-P-22

Note: No bonded seals are included in the seal kits.
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PRESSURE CONTROLS

M Pressure Reducing Valves / Pressure Reducing and Check Valves

Pressure reducing valves are used to set the pressure of a hydraulic circuit below that of the main circuit. In addition,
operation under remote control is possible by using the remote control port. Pressure reducing and check valves have
check valves, which allow a free flow from the secondary side to the primary.

@

|
I
£

W)
—

M Specifications

»
)
=
©
~
w>
@ =X
=
S c
>0
o)
£
S ®
o
o
o .S
c s
(ol
=
gﬂ:
o Q
>~ 5
T
»
)
1"
o

Model Numbers Max. Max. Flow *! - Approx. Mass
Operating Drain Flow kg (Ibs.)
Valve Name Dliezdled Siglhiic Pressure Setting Pressure Mi)j.rrﬂlri)w L/min Threaded Sub-plate
Coedilon | Wlstig o ey MPa (PSI) (US.GPM)| (US.GPM) | Connection | Mounting
T 0.7 - 1.0( 102- 145) | 40(10.6) | 08-1.0
03-%-22% |RG-03-%-22% | 21 (3050) 43(95) | 45(9.9)
1.0 - 20.5( 145-2970) | 50(132) | (:21-.26)
07 - 1.0( 102- 145) | 50(13.2)
Pressure | RT-06-#:22# |RG-06-#:22% | 21(3050) | 10 - 15( 145- 220 | 100264 | G175 | 69052 | 680150
Reducing 1.5 - 20.5( 220 - 2970) | 125 (33.0)
Valve 07 - 10( 102- 145) | 130 (34.3)
RT-105.22% |RG-10.22% | 21 (3050) |0~ LS 145- 220) | 180(@76) | 12-15 | 15065 | 110 (243)
1.5 - 10.5( 220 - 1520) | 220 (58.1) | (.32-.40)
10.5 - 20.5 (1520 - 2970) | 250 (66.0)
RCT-03-5-22% RCG-03-#-22%| 21 (3050) | O/~ 10 102- 145 40(10.6) | 08-1.0 | 4¢ 106 | 54(119)
1.0 - 20.5( 145-2970) | 50(132) | (:21-.26)
Preseure 07 - 10(102- 149 | 50032 |
Reducing | RCT-06-%-22% | RCG-06-#-22| 21(3050) | 1.0 - 1.5( 145- 220) [ 100264) | (577 55 | 78(17.2) | 8.1(17.9)
and 1.5 - 20.5( 220 - 2970) | 125 (33.0)
(\3/1;?5‘; 07 - 10( 102- 145) | 130 (34.3)
1.0 - 1.5( 145- 220) | 180 (47.6) | 12-15
RCT-10-4-224 |RCG-10-:22% | 21 (3050) ("o o0 a0 i (32 doy | 138 G04) | 13.8604)
10.5 - 20.5 (1520 - 2970) | 250 (66.0)
% 1. The max. flow rates are those shown at the primary pressure at 21 MPa (3050 PSI). Graphic Symbols
*2. The drain flow rates are equal t9 pilot flow rates when differential pressure between ® RT/RG
primary and secondary pressure is at 20.5 MPa (2970 PSI).

(|
J
/
.
J

- .
Yuken can offer flanged connection valves described below. LLI w
For details, contact us. Remote control connection
Max. Operating Max. Flow ® RCT/RCG
Model Numbers Pressure L/min !
MPa (PSI) (U.S.GPM) — -1 T—= T
N L ey v
RF/RCF-10-%-225% o1 250 (66) L ! : | _[ :
RF/RCF-16-%-20% (3050) 500 (132) ! { '
== it=2_ 1
(W] (W]

Remote control connection
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B Model Number Designation

F- R T -03 B 22 o
) ) } . Valve Pres. Adj. Range Design ! :
Special Seals Series Number 3 Type of Mounting Size MPa (PSI) Number | Design Standards
! 03 22
! T: Threaded 06 22 !
R: 1 Connection ' None: Japanese Std. "JIS"
Pressure ! 10 22 ! ;
. k « 80: European Design Std.
F: Reducing 3 G: Sub-plat 03 B:0.7-7 22 ! 90: N.American Design Std.
Special Seals Valves | s Sub-plate 06 (102-1020) 2
| Mounting
for Phosphate ; 10 22 ;
Ester Type : C:3.5-14 :
_ 1 03 (510-2030) 2
Fluids ! . L ==
Omit if not ! T : Threaded 06 29 |
ie rzilreld)no RC: ! Connection 10 H:7-20.5 22 ! None: Japanese Std. "JIS"
d Pressure 3 (1020-2970) A 80 : European Design Std.
Reducing and ! . 03 L 90 : N.American Design Std.
Check Valves | Gt Sub-plate 06 22 1
| Mounting —
; 10 22 ;
B Attachment
® Mounting bolts
Valve Model Socket Head Cap Screw Quy
Numbers Japanese Std. "JIS" and European Design Std. N. American Design Std. ’
RG-03 M10X 50 Lg. 3/8-16 UNC X 2 Lg. 4
RG-06 M10X 50 Lg. 3/8-16 UNC X 2 Lg. 4
RG-10 MI10X50Lg. 3/8-16 UNC X 2 Lg. 6
RCG-03 MI10X 70 Lg. 3/8-16 UNC X 2-3/4 Lg. 4
RCG-06 M10X 80 Lg. 3/8-16 UNC X 3-1/4 Lg. 4
RCG-10 MI10X90 Lg. 3/8-16 UNC X 3-1/2 Lg. 6
B Sub-plate
Valve Japanese Standard "JIS" European Design Standard N. American Design Standard A M
Model Sub-plate Thread Sub-plate Thread Sub-plate Thread ke (Ibs.)
Numbers | Model Numbers Size Model Numbers Size Model Numbers Size ’
HGM-03-20 Rc 3/8 HGM-03-2080 3/8 BSP.F HGM-03-2090 3/8 NPT
RG 03 1.6 3.5)
RCG HGM-03X-20 | Rc 1/2 HGM-03X-2080 | 1/2BSP.F | HGM-03X-2090 | 1/2 NPT
RG 06 HGM-06-20 Rc 3/4 HGM-06-2080 3/4 BSP.F HGM-06-2090 3/4 NPT 24(5.3)
RCG HGM-06X-20 | Rc'1 HGM-06X-2080 | 1 BSP.F HGM-06X-2090 | 1NPT 3.0 (6.6)
RG 10 HGM-10-20 Rc 1-1/4 HGM-10-2080 1-1/4 BSP.F | HGM-10-2090 1-1/4 NPT 4.8 (10.6)
RCG HGM-10X-20 Rc 1-1/2 HGM-10X-2080 1-1/2 BSP.F | HGM-10X-2090 1-1/2 NPT 5.7 (12.6)

® Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting
surface should have a good machined finish.

® The sub-plates are the same as those for H type pressure control valves. With the reducing and check valve, the sub-plate is used in a
position 180° turned (upside down) from the normal position. When mounting the sub-plate, be sure to bring the valve locating pin to
the sub-plate pin hole. For dimensions, see page 244 to 246.

M Instructions
® To adjust the pressure, loosen the lock nut and turn the pressure adjustment handle slowly clockwise for higher
pressures and anti-clockwise for lower pressures. After adjustments, do not forget to tighten the lock nut.

® Connect the drain port directly to the reservoir in which case the pressure at the drain port should be kept at a low
back pressure close to the atmospheric pressure.

® In case of "Threaded Connections", there are two threaded connection type primary pressure ports. They can be
connected each other in-line; one as an inlet and the other as an outlet or the valve can be used by plugging one of the
pressure ports.
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PRESSURE CONTROLS

RT-03-:-22/2280/2290
I . Thread Size
Model Numbers
= "A" Thd. "B" Thd. "C" Thd.
g § RT-03-%-22 Rc 3/8 Rc 1/4 Rc 1/4
TEL o ;.‘,; ;i % RT-03--2280 3/8 BSP.F 1/4 BSP.F 1/4 BSP.Tr C
~ E - RT-03--2290 3/8 NPT 1/4 NPT 1/4 NPT
late | <t
41 33 Remote Control Port @]
(1.61) (1.30) "B" Thd.
82 Drain Port Pressure Adj. Handle (7))
(3.23) "B" Thd. o g
Design 2280 Only : e 5 INC. ©
) N = (-20) -~>
Primary Pressure : _ » ¥
Gauge Connection = —~ ()
" Thd oV 3 H 3Rz > 8
. ¥ \ S-A © o
©|Q <@ = ~ > £
— >y F— < - < ": F‘ m 0
I=9- -4 ~ P~ ~ - - -
- @\ N = 0 —- C) Lock Nut + + c o]
l=4- \N ~ o L1 - ()]
xR 88 =
Secondary Pressure Primary Pressure o g
Gauge Connection Inlet Port 35
"C" Thd. "A" Thd. 50
Secondary Pressure .32 2 Places o c
es
Outlet Port (1.26) N q
"A" Thd. o 5
DIMENSIONS IN S o
MILLIMETRES (INCHES) 8
s
RT-08-#-22/2280/2290 o
Thread Size
[N Model Numbers
a "Q" Thd. "S" Thd. "T" Thd.
-8 RT-06-%-22 Rc 3/4 Rc 1/4 Rc 1/4
— Lol °
© E g RT-06-%-2280 3/4 BSP.F 1/4 BSP.F 1/4 BSP.Tr
Li RT-06-%-2290 3/4 NPT 1/4 NPT 1/4 NPT
.@r o o 2 RT-10-%-22 Rc 1-1/4 Rc 1/4 Rc 1/4
B c Remote Control Port RT-10-%-2280 1-1/4 BSP.F 1/4 BSP.F 1/4 BSP.Tr
A "S" Thd. RT-10-%-2290 1-1/4 NPT 1/4 NPT 1/4 NPT
Pressure Adj. Handle
Design 2280 Only 0| Drain Port
< "S" Thd.
Primary Pressure [ = &
Gauge Connection AN\ S
"T" Thd. , b L Shee
rl
T o
m il w ) ]’ Lock Nut
w A 4 - N\ 14(.55) Hex.
= N m
ML ,Jg_J T
Secondary Pressure .
Gauge Connection h:f:'\ h:m w
"T" Thd. Secondary Pressure N II'rastTl"l;);t
Outlet Port = 2 Places
"Q" Thd.
Dimensions mm (Inches)
Model Numbers
A B C D E F H J K L N
RT-06 96 48 36.5 149 42 179 97.5 53.5 33 9 39
(3.78) | (1.89) | (1.44) | (5.87) | (1.65) | (7.05) | (3.84) | (2.11) | (1.30) | (.35) | (1.54)
RT-10 132 66 43 167 52 216 124 64 40 12 46
(5.20) | (2.60) | (1.69) | (6.57) | (2.05) | (8.50) | (4.88) | (2.52) | (1.57) | (.47) | (1.81)
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03 Thread Size
RG-A-%-22/2280/2290 Model Numbers
06 "L" Thd, "N" Thd.
a - RG-03/06-%-22 Rc 1/4 Rc 1/4
o ‘@: RG-03/06--2280 1/4 BSP.F 1/4 BSP.Tr
¥ RG-03/06-3-2290 1/4 NPT 1/4 NPT
£ s Port connection is not required for RG models
B but an O-ring should be furnished.
Fl_e,fn,l?}tl‘:’] Control Port 39 Design 2280 Only Pressure Adj. Handle C\‘
(1.54) ole INC.
Fully Extended "A" < | .
~ Primary Pressure
_ i —— Inlet Port
_ L3 §§ 11(.43) Dia. Through
Mounting Surface =R 17.5(.69) Dia. Spotface
(O-Rings Furnished) B - 4 Places
— i Lock Nut *
14(.55) Hex. w X
—— T 1
Locating Pin
6(.24) Dia. Secondary Pressure
Outlet Port
38 Drain Port
(1.50) Secondary Pressure
Gauge Connection
( 34) E "N" Thd.
Dimensions mm (Inches)
Model Numbers

A B C D E 7 H J K

142 25 89 44.5 67 155.5 | 924 | 40.6 | 349
(5.59) | (.98) | (3.50) | (1.75) | (2.64) | (6.12) | (3.64) | (1.60) | (1.37)

141 21.5 102 51 79 179 111 40 48
(5.55) | (.85) | (4.02) | (2.01) | (3.11) | (7.05) | (4.37) | (1.57) | (1.89)

RG-03

RG-06

Note: For dimensions of the valve mounting surface see the dimensional drawing (page 244 & 245)
of the sub-plate used together.

DIMENSIONS IN
MILLIMETRES (INCHES)

RG-10-:%-22/2280/2290

Thread Size
w|x Model Numbers
3 2 % "A" Thd. "B" Thd.
2|3 RG-10-3%-22 Re 1/4 Re 1/4
—|<
= p[ @_‘JHL RG-10-%-2280 1/4 BSP.F 1/4 BSP.Tr
E=2 RG-10-%-2290 1/4 NPT 1/4 NPT
vlvlexnote Control Port 27.5 ‘ % Port connection is not required for RG models
A" Thd. (1.08) | 59 ‘ but an O-ring should be furnished.
(1.54) Design 2280 Only Pressure Adj. Handle (\‘
Fully Extended . INC.
147(5.79) 3%
~ , Primary Pressure
- . 1 =y Inlet Port
& .
IIN E 11(.43) Dia. Through
< = =
. \ =] == NS k 17.5(.69) Dia. Spotface
Mounting Surface = ~ = ] 6Pl
“(O-Rings Furnished) \ == ) = © 4 « aces
(O-Rings Furnished) i Lock Nut . = \wt v -
7% 14(.55) Hex. ©3 Q< 3 *
— ) |G o
g
= ) —le
Locating Pin —

6(.24) Dia. fﬁ

Secondary Pressure
Outlet Port

38 Drain Port Secondary Pressure
(1.50) Gauge Connection
6 92 "B" Thd.
(.24) ' (3.62)

Note: For dimensions of the valve mounting surface see the dimensional drawing (page 246) of the sub-plate used together.
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RCT-03-%-22/2280/2290

Primary Pressure
Gauge Connection
"T" Thd.

w

T

A i
Secondary Pressure / hL >J__J
=

Gauge Connection

14(.55) Hex.

i ] Thread Size
Model Numbers
"A" Thd. "B" Thd. "C" Thd.
E 5 RCT-03-3%-22 Rc 3/8 Rc 1/4 Rc 1/4
i'-E fg RCT-03-:-2280 3/8 BSP.F 1/4 BSP.F 1/4 BSP.Tr
e §’; E g RCT-03-:-2290 3/8 NPT 1/4 NPT 1/4 NPT
T2
D =
) | s ‘«_,
4 33 Remote Control Port
(1.61) (1.30) "B" Thd.
82 Drain Port Pressure Adj. Handle
©23) - B Tha
Design 2280 Only QR 5 o
A (-20) INC.
I =
Primary Pressure 1A fai' £ g ﬂ g
Gauge Connection Wﬁ \ R — () ] =R
"C" Thd. 2 %’ 3 E) — =0
T}:f} — 0| F: [7} Lock Nut
T @ 9 ©0 é ”<\ 14(.55) Hex.
NI
g3 |
Secondary Pressure =~
Gauge Connection Primary Pressure Inlet Port or @_
C" Thd. Reversed Free Flow Outlet Port
"A" Thd.
Secondary Pressure Outlet Port or .55 _ 2 Places
Reversed Free Flow Inlet Port (2.17)
"A" Thd.
DIMENSIONS IN
MILLIMETRES (INCHES)
06
RCT-.I O-*-22/2280/2290
I 0 Thread Size
Model Numbers
a "Q" Thd. "S" Thd. "T" Thd.
:g RCT-06-3-22 Rc 3/4 Rc 1/4 Rc 1/4
_ | —~ k]
M g ﬂ § RCT-06-:-2280 3/4 BSP.F 1/4 BSP.F 1/4 BSP.Tr
—l= =
Li RCT-06-:%-2290 3/4 NPT 1/4 NPT 1/4 NPT
@ o 2 RCT-10-%-22 Re 1-1/4 Re 1/4 Re 1/4
RCT-10-:k-2280 1-1/4 BSP.F 1/4 BSP.F 1/4 BSP.Tr
B ..C Remote Control Port RCT-10-%-2290 | 1-1/4 NPT 1/4 NPT 1/4 NPT
A "S" Thd.
. - Pressure Adj. Handle
Design 2280 Only 2 g Drain Port (\
| "S" Thd. INC.

all O

»
)
=
©
~
w>
@ =X
=
S c
>0
o)
£
S ®
o
o
o .S
g
(ol
=
gﬂ:
o Q
>~ 5
T
»
)
1"
o

“T" Thd. Primary Pressure Inlet Port or

N Reversed Free Flow Outlet Port
Secondary Pressure Outlet Port or "Q" Thd.
Reversed Free Flow Inlet Port 2 Places
"Q" Thd.
Dimensions mm (Inches)
Model Numbers
A B (o3 D E F H J K L N
RCT-06 96 48 36.5 149 42 179 97.5 53.5 33 9 68
(3.78) | (1.89) | (1.44) | (5.87) | (1.65) | (7.05) | (3.84) | (2.11) | (1.30) | (.35) | (2.68)
RCT-10 132 66 43 167 52 216 124 64 40 12 86
(5.20) | (2.60) | (1.69) | (6.57) | (2.05) | (8.50) | (4.88) | (2.52) | (1.57) | (47) | (3.39)
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RCG-03.%-22/2280/2290

06

@
J

Remote Control Port

Thread Size
Model Numbers
"N" Thd. "P" Thd.
RCG-03/06-%-22 Rc 1/4 Rc 1/4
RCG-03/06-%-2280 1/4 BSP.F 1/4 BSP.Tr
RCG-03/06-%-2290 1/4 NPT 1/4 NPT

s Port connection is not required for RCG models
but an O-ring should be furnished.

“"N" Thd. B Design 2280 Only Pressure Adj. Handle (\
Fully Extended "A" INC.
0|
RN Primary Pressure Inlet Port or
] Reversed Free Flow Outlet Port
| 11(.43) Dia. Through
Mounting Surface o 17.5(.69) Dia. Spotface
(O-Rings Furnished) \ 4 Places
*
14(.55) Hex. T -
Locating Pin /E 777777 — N
6(.24) Dia. Secondary Pressure Outlet Port or
Reversed Free Flow Inlet Port
N Drain Port
6 F Secondary Pressure
o) Gauge Connection
(.24) "P" Thd.
Dimensions mm (Inches)
Model Numbers
A B C D E F H J K L N
RCG-03 142 59 25 89 44.5 90 155 92.4 40.6 349 58
B (5.59) | (2.32) | (.98) | (3.50) | (1.75) | (3.54) | (6.10) | (3.64) | (1.60) | (1.37) | (2.28)
RCG-06 141 69 21.5 102 51 108 179 111 40 48 68
(5.55) | (2.72) | (.85) | (4.02) | (2.01) | (4.25) | (7.05) | (4.37) | (1.57) | (1.89) | (2.68)

Note: For dimensions of the valve mounting surface see the dimensional drawing (page 244 & 245) of the sub-plate used together.

DIMENSIONS IN

RCG-10-%-22/2280/2290

Remote Control Port

MILLIMETRES (INCHES)

AT Thread Size
—~ A" Thd. Model Numbers
g 3 "A" Thd. "B" Thd.
ol 0 @ RCG-10-%-22 Rc 1/4 Rc 1/4
-|<Q
AN I A RCG-10--2280 1/4 BSP.F 1/4 BSP.Tr
o RCG-10-:-2290 1/4 NPT 1/4 NPT
275 % Port connection is not required for RCG models
{ .68) but an O-ring should be furnished.
79
3.11) Design 2280 Only Pressure Adj. Handle (\
Fully Extended — INC.
0|
147(5.79) <z Primary Pressure Inlet Port or
B Reversed Free Flow Outlet Port
(&) 1 3 § s 11(.43) Dia. Through
) © A = - : o
Mounting Surface / \ WL ¥ ;,D NES | AN / . 17.5(.69) Dia. Spotface
(O-Rings Furnished) \ F——= — = \\l__\// 6 Places
fffffff 7771) Lock Nut . » 1K «
14(.55) Hex. ©|S ] SN I gpA | [
,,,,,, — |0 : S
fffffff = B Helle
ffffff T £ IR
Locating Pin  / [F—— — ~ % SE
6(.24) Dia.
@IJ Secondary Pressure Outlet Port or
; ; Reversed Free Flow Inlet Port
78 Drain Port Secondary Pressure
(3.07) Gauge Connection
6 132 "B" Thd.
(.24) (5.20)

Note: For dimensions of the valve mounting surface see the dimensional drawing (page 246) of the sub-plate used together.
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M Pressure Drop for Reversed Free Flow

Hydraulic Fluid: Viscosity 35 mm?/s (164 SSU), Specific Gravity 0.850

RCT-03 RCT-06
RCG-03 RCG-06
PSI  MPa
-~ 35 0.25 PSI  MPa
s 0.20 & 50 0.4 C
A 20f 015 & 40| 03 L
g 0.10 A 0.2
z % oos = 2 o4
S L] fiz)
0 10 20 30 40 50 L/min & 0 25 50 75 100 125 L/min
| | | | | | | | | | | J
0 25 50 75 10.0 125 U.S.GPM 0 5 10 15 20 25 30 35 U.S.GPM 7))
Flow Rate Flow Rate g
©
P
RCT-10 ® For any other viscosity, multiply the factors in the table below. O X
RCG-10 - 23
PSI  MPa . it mm~/s | 15 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100 C
iscosi
~ 80 0.6 L f SSU | 77 | 98 | 141 | 186 | 232 | 278 | 324 | 371 | 417 | 464 ;0
1 60 Factor 0.810.8710.96(1.03 [1.09|1.14|1.19|1.23|1.27 | 1.30 £ .g
S 0.4 (S
% 40 ® For any other specific gravity (G'), the pressure drop (4P') may be obtained 1:5 fe))
5 0.2 from the formula below. o £
g 201 AP'=4P (G'/0.850) TS
~ 0 o— . 2 =
0 50 100 150 200 250 L/min 2 e
| | | | | | | 7]
0 10 20 30 40 50 60 70 U.S.GPM e 2
Flow Rate o 3
(]
(V]
1
o

M Flow Rate vs. Secondary Pressure

Primary Pressure : 21 MPa (3050 PSI) Pressure Adj. Range
Hydrauric Fluid : Viscosity 35 mm2/s (164 SSU) ~ =======---- : "B"
—_— . "o
e
RT/RG-03 RT/RG-06 RT/RG-10
PSl MPa RCT/RCG-03 psi mpa  RCT/RCG-06 psi wpa  RCT/RCG-10
2000 |-14.0 2000}-14.0 2500|-17.5
13.9 3 —13.8 ’ — —17.3
19801138 I~ 1950136 — — . 2450(-17.1
S~ | | ~——
1960}-13.7 —Te 13.4 16.9
13.6 F 1000} 7.0 2000}-14.0 <
1000} 7.0 - 6.8 PN —13.8 =S
950 [~ N 1950-13.6 -
) RN 2 | 66 RN g = <
E 6.8 NN 2 6.4 I~ 2 13.4 ~.
£ ge0| 67 BAR N £ 9001 g5 SO 2 190055 ~
£ il 66 h - 2 gsol 60 \\ 2 1000 7.0 /s
E 6.5 =% | 5s S 6.8 P
3 500| 3.5 g 8ool- 5.6 g 9501 6.6 =
” 34 =% ? 5001 35 @ — 6.4 T
- NN B | . \“‘
4801~ oy _ - 55 [Nl 900 62 §
460 3.2 R - 4501~ 34 \‘;\______ 6.0
3.1 e . 2.9 s 100} 0.7
— - — S~L ~‘*~
40T 30 4001 57 . N — 05 =
B . 50| >4
100 07 350l 25 < 03 o
sl 08 - | 23 0.1
0-5 ~~- ke 100 - 0-7 OI L L L L L
- i e 0 50 100 150 200 250
60 0.4 0.5 Sy L/min
ot | ! ! ! ! 50 0.3 T | | | | | | J
L/min 0 25 50 75 100 125 Flow R U.S.GPM
| | | | | LUmin ow Rate
0 5 10 [ R S R S
Flow Rate U-S-GPM 0 10 20 30 35
U.S.GPM

Flow Rate
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W Spare Parts List

RT/RG-03-%-22/2280/2290
RT/RG-06-#-22/2280/2290
RT/RG-10-%-22/2280/2290

® List of Seals

Part Numbers Quantity
Item | Name of Parts Eé e Eré o Eé 6 T

30 O-Ring SO-NB-P6 SO-NB-P6 SO-NB-P6 4 4
31 O-Ring SO-NA-P9 SO-NA-P9 SO-NA-P9 1
32 O-Ring SO-NB-P9 SO-NB-P9 SO-NB-P9 — 2
34 O-Ring SO-NB-P18 | SO-NB-P28 | SO-NB-P32 2
35 O-Ring SO-NB-P22 | SO-NB-P28 | SO-NB-P36 2 2
37 Bonded Seal SG-FB-1/4 SG-FB-1/4 SG-FB-1/4 1 1

Note: When ordering the seals, please specify the seal kit number from the table below.

® List of Seal Kits

Valve Model Numbers | Seal Kit Numbers
RT-03-%-22/2280/2290 KS-RT-03-22
RT-06-%-22/2280/2290 KS-RT-06-22
RT-10-%-22/2280/2290 KS-RT-10-22
RG-03--22/2280/2290 KS-RG-03-22
RG-06--22/2280/2290 KS-RG-06-22
RG-10--22/2280/2290 KS-RG-10-22

Note: No bonded seals are included in the seal kits.

Section "A" for
Design 2280

Pressure Reducing (and Check) Valves




PRESSURE CONTROLS

M Spare Parts List

RCT/RCG-03-%-22/2280/2290
RCT/RCG-06--22/2280/2290
RCT/RCG-10-%-22/2280/2290

i Ne

Pressure Reducing Valves /
Pressure Reducing and Check Valves

® List of Seals

Part Numbers Quantity
ftem | Name of Parts RCG-03 RCE-06 RCG-10 [RCT-3 RCG-5
30 O-Ring SO-NB-P6 | SO-NB-P6 | SO-NB-P6 4 4 Section "A" for
- Design 2280
31 O-Ring SO-NA-P9 | SO-NA-P9 | SO-NA-P9 1
32 O-Ring SO-NB-P9 | SO-NB-P9 | SO-NB-P9 — | 2
33 O-Ring SO-NB-P12 | SO-NB-PI8 | SO-NB-P22A| 1 1
34 O-Ring SO-NB-PI§ | SO-NB-P28 | SO-NB-P32 | — | 2
35 O-Ring SO-NB-P22 | SO-NB-P28 | SO-NB-P36 | 2 2
37 | Bonded Seal | SG-FB-1/4 | SG-FB-1/4 |SG-FB-1/4 1

Note: When ordering the seals, please specify the seal kit number from the table below.

@ List of Seal Kits

Valve Model Numbers Seal Kit Numbers
RCT-03-%-22/2280/2290 KS-RCT-03-22
RCT-06--22/2280/2290 KS-RCT-06-22
RCT-10-%-22/2280/2290 KS-RCT-10-22
RCG-03-%-22/2280/2290 KS-RCG-03-22
RCG-06--22/2280/2290 KS-RCG-06-22
RCG-10-%-22/2280/2290 KS-RCG-10-22

Note: No bonded seals are included in the seal kits.

Pressure Reducing (and Check) Valves 259
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M Pressure Reducing and Relieving Valves

Pressure reducing and relieving valves are
composite pressure control valves having
pressure reducing and counterbalancing
functions developed for hydraulic balancing
circuits.

M Specifications
Max. . Relieving Drain
. Pres. Adj.
el Operating rlifmgej Max. Flow Flow Flow Approx.
odel Numbers M
Pressure L/min L/min L/min ass
MPa (PSI) | MPa (PSI) | (U.S.GPM) | (U.S.GPM) | (U.S.GPM) | kg (Ibs.)
14 0.6-13.5 50 50 0.6-1 4.2
RBG-03-%-10% (2030) (90-1960) (13.2) (13.2) (.16-.26) 9.3)
25 0.8-24.5 125 125 1.5-2 11
RBG-06-4-10% (3630) | (120-3550) (33) (33) (.40-.53) (24.3)
B Model Number Designation
F- RB i G -03 -R -10 i *
Special Seals Series Number | Type of Mounting Valve Size Drain Type Design Number ! Sgﬁfilagr%s
F e 1
Special Seals ) | G: 03 None: 10 |
for Phosphate Pressure ! ) Internal Drain !
Ester Type Reducing | Sub-plate i Referto *
Fluids and_ _ | Mounting R: |
(Omit if not Relieving ; 06 External Drain 10 |
required) Valves | |
% Design Standards: None............ Japanese Stan(.lard "JIS" Graphic Symbols
80 i European Design Standard
90 . N. American Design Standard r=
I
W Attachment L] :EW
® Mounting Bolts J_n
Socket Head Cap Screw (4 pcs.) Internal drain
Valve Model Numbers Japanese Standard "JIS" . .
oo T8 gz N. American Design Standard .
I
RBG-03 MI0X 65 Lg. 3/8-16 UNC X 2-1/2 Lg. L- :Ev)é
RBG-06 M10x 70 Lg. 3/8-16 UNC X 2-3/4 Lg. .J_. -
L
B Sub- p late External drain
Japanese Standard "JIS" European Design Standard N. American Design Standard Approx.
Valve Model
NuhEs Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
Model Numbers Size Model Numbers Size Model Numbers Size kg (Ibs.)
RBG.03 RBGM-03-10 Rc 3/8 RBGM-03-1080 3/8 BSP.F RBGM-03-1090 3/8 NPT 1.6
RBGM-03X-10 Re 1/2 RBGM-03X-1080 1/2 BSP.F RBGM-03X-1090 1/2 NPT (3.5
RBG.06 RBGM-06-10 Rc 3/4 RBGM-06-1080 3/4 BSP.F RBGM-06-1090 3/4 NPT 4.8
RBGM-06X-10 Re | RBGM-06X-1080 I BSP.F RBGM-06X-1090 1 NPT (10.6)

e Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface should have a
good machined finish.

M Instructions

® To use remote control relief valve in the venting circuit, see page 203. If the internal volume of the vent line is too
large, chattering is likely to occur. Thus, as far as possible reduce the inside diametre and the length of the pipe.

® To adjust the pressure, loosen the lock nut and turn the pressure adjustment handle slowly clockwise for higher
pressures and anti-clockwise for lower pressures. After adjustments, do not forget to tighten the lock nut.

® Pressure is limited by collars fitted. If a working pressure cannot be attained, remove some collars. One collar is
equivalent to 10 MPa (1450 PSI).

® Connect the tank pipe not to any other line but directly to the reservoir.

Pressure Reducing and Relieving Valves
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RBG-03-%-10/1080/1090

62 42.9
(2_44) (1 69) Tank Port
10 11(.43) Dia. Through
—| = 17.5(.69) Dia. Spotface
::' ?F (:39) 4 Places
= Two Collars
(1R, -+~ y
o4&
= St > = Model Numbers "A" Thd.
»lan| T NG
2 28 :\"I })% > {\\V@ RBG-03-3k-10 Rc 1/4
/ —+ — \‘i RBG-03-%-1080 | 1/4 BSP.F
O (D
NYEERN7S RBG-03-3-1090 1/4 NPT Q‘Em
Lock Nut
Drain Port "A" Thd. i 15 / 14(.55) Hex.
(Only for External Drain Type) (59) / Secondary Pressure Port -
. 7
Primary Pressure Port 2.87) g
/ o ()]
Vent Port c q>',
Pressure Adj. Handle —
O ®
Fully Fg((tsended (I?IC. -g ;
(V]
(6.14) o §
——
| ()
- |1 No=y - @
N o1
I T ST R
8 11 f T 17 Iy 085 a
o LN L L [V
& 8 8 ?—" k: i Vo ¥ o §
= = L e ™|
/ Mounting Surface
(O-Rings Furnished)
DIMENSIONS IN

MILLIMETRES (INCHES)

Sub-plate : RBGM-23, -10/1080/1090

03X
102(4.02) "A" Thd. 3 Places
10 82(3.23) (From Rear)
(:39) 61(2.40) 9
— 21 =3
"2 AT AT
T A e (A
S TS0 OO
] AN / _
~ = == ©|&m
o M M NN ES “Ey ol =
©l ol @y I~ I NlAR g
N ® S U Sle
g o A N '9 8
AN
Z WY & D
N
14(.55) Dia. &j)( N
3 Places 7.1(:28) 8.8(.35) Dia. Through
"C" Thd. 21 .4(.{34) 14(.55) Dia. Spotface
20(.79) Deep - 4 Places
4 Places 35.7(1.41) 6.2(.24) Dia.
19.5 | _42.9(1.69) “B" Thd. Subplate
(.77) (From Rear) i npn ngu nEn
Nl Rt A" Thd. B" Thd. C" Thd.
- RBGM-03-10 Rc 3/8 Rc 1/4
T Ll ®
S IR RBGM-03-1080 3/8 BSP.F 1/4 BSP.F
aE i : ’ 2 RBGM-03-1090 3/8 NPT 1/4 NPT 3/8-16 UNC
28 RBGM-03X-10 Rc 12 Re 1/4
=z MI10
—I= RBGM-03X-1080 1/2 BSP.F 1/4 BSP.F
RBGM-03X-1090 1/2 NPT 1/4 NPT 3/8-16 UNC
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RBG-06-:-10/1080/1090
217.5
(8.56)
115 60.3 __ Tank Port
(4.53) (2.37)
Fully Extended| 11(.43) Dia. Through
Misslel Nummibems "A" Thd. Primary Pressure Port 74.4(2.93) 17.5(.69) Dia. Spotface
4 Places
RBG-06-*-10 Rc 3/8 ol
«©
RBG-06-%-1080 | 3/8 BSP.F NS
T N
RBG-06-3-1090 | 3/8 NPT I /\(}, +£ f(j
N <038
@ 1 ”:] 2 @9 Sr
Secondary Pressure Port
Drain Port
Pressure Adj. Handle Lock Nut
0C i
Two Collars Vent Port
QC 14(.55) Hex. A" Thd.
s ‘*—‘ﬂ/
,\' ..
\_/ 3
<
—_—
[e)) ":
A LTl e
i T =
1k i H e
el ] | R
/ Mounting Surface
(O-Rings Furnished)
DIMENSIONS IN
06 MILLIMETRES (INCHES)
Sub-plate : RBGM- -10/1080/1090
06X
150
(5.91)
12 126 )
(47) (4.96) 23(91) Dia.
33 60.3 aces
(1.30) (2.37)
_"J"Thd. (?99‘21) 11(.43) Dia. Through
18(.71) Deep 30 1 17.5(.69) Dia. Spotface
4 Places - 4 Places
111 (1.19) )
(44) _ JeNS
< | 0
) _ A= =
OO B —
X (5;’\/ 5\ Model Dimensions mm (Inches)
o < N 5 g . Numbers A B c D E
© A o5 @elbe s
AN REZ5T958  RBGM.OS 207 | 657 | 95 | 37.1 | 89.1
\ f NI / ~ = (.81) | (2.59) | (3.74) | (1.46) | (3.51)
. A
@— N @ / ] 20.4 69.7 98.4 32.5 93.8
@y AN /@ RBOM-06X 1 0.80) | 2.74) | (3.87) | (1.28) | (3.69)
6.2(.24) Dia. -
"F" Thd. 3 Places D "H" Thd. (From Rear) Sub-plate Thread Size
(From Rear) c Model Numbers "F" Thd. "H" Thd. "J" Thd.
RBGM-06-10 Rc 3/4 Rc 1/4 MI0
RBGM-06-1080 3/4 BSP.F 1/4 BSP.F
‘/J | | 0 E RBGM-06-1090 3/4 NPT 1/4 NPT 3/8-16 UNC
s LL‘W—% 4% <=
i L = RBGM-06X-10 Re 1 Re 1/4
B MI10
NN RBGM-06X-1080 1 BSP.F 1/4 BSP.F
2l & RBGM-06X-1090 1 NPT 1/4 NPT 3/8-16 UNC
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PRESSURE CONTROLS

B Nominal Override Characteristics
Hydraulic Fluid: Viscosity 35 mm?/s (164 SSU), Specific Gravity 0.850

———=— Relieving
Reducing
RBG-03 RBG-06
PSI MPa PSI MPa
1600 11.1 === 3000 21 ‘ pp—————
iso0| 1opfm=EE e I ——— == C
I~ 10. 2700 19
1450 103 ‘
1100 76 N 2450 17 ‘ I e e
g 1050 - 70 ——— = g 2300 |- 16‘%:\__
2 1000 ’ === % 2150+ 15 I
£ osof 68 £
E “é 1900} 13 — :
600 41 === § 1850| 12fm=========% [E']
g | S — === g 1600F 11 —
g 9001 33 & 1300 9
450t 1150} 8 ik it T
130 0.9 R R ————— = 1000 7 I —— g
90 0.6f=====——"7 o (71}
of oaf T i I R R e ——— 29
! ! ! ! | 450 3 I — (8] E
0 10 20 30 40 50 L/min _g >
| | | | |
! ! ! ! ! 0 25 50 75 100 125 Lmin o2
0 25 5.0 7.5 10.0 125 U.S.GPM | | | | | | (2’ -s
Flow Rate 0 10 20 30 U.S.GPM o
: —
Flow Rate Q
§ o
B Min. Adj. Pressure & Vent Pressure e
Hydraulic Fluid: Viscosity 35 mm?%s (164 SSU), Specific Gravity 0.850 PSI  MPa RBG-06
170 1.2
— Min. Adj. Pressure 1601 1.1
———— Vent Pressure ’ /
1.0
140
RBG-03 09
PSI  MPa 120
ol 09 — o 08— 1——T—r—1
0.8 — % 70l 0.5 -
B £ 60 o4
g 08 .
2 ———1— I 03
£ 04 Tl 40 N ]
40~ === 0.2 ~ S
20 N_L-7
| 02 0.1
0 0 0 0
0 10 20 30 40 50 L/min 0 25 50 75 100 125 L/min
\ \ \ \ \ [ R S N N
0 25 50 75 100 125 U.S.GPM 0 10 20 30 U.S.GPM
Flow Rate Flow Rate
M Pressure Drop
Hydraulic Fluid: Viscosity 35 mm?/s (164 SSU), Specific Gravity 0.850
RBG-03 RBG-06
PSI  MPa PSI MPa
60 0.4 60 0.4
5 S
0.3
g 40 g 40 03
P 02 P 02
Z 20 E
& 0.1 £ 0.1
/ /
0 0 0 0
0o 10 20 30 40 50 L/min 0 25 50 75 100 125 L/min
| | | | | | | | | | |
0 25 50 75 10.0 125 U.S.GPM 0 10 20 30 U.S.GPM
Flow Rate Flow Rate
® For any other viscosity, multiply the factors in the table below. ® For any other specific gravity (G'), the pressure drop (4P') may
o be obtained from the formula below.
. . |mm%s| 15 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100
Viscosity
SSU | 77 | 98 | 141 | 186 | 232 | 278 | 324 | 371 | 417 | 464 AP'=4P (G'/0.850)
Factor 0.8110.87]10.96|1.031.09|1.14|1.19|1.23|1.27 | 1.30
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W Spare Parts List

RBG-03-#-10/1080/1090

0
[

1)

Vai
AN

9153 (5) (1))

RBG-06-%#-10/1080/1090

T

® List of Seals

Item | Name of Parts Part Numbers Qty. Remarks
15 O-Ring SO-NB-P24 1
. Included in
1 O-R SO-NB-P18 3
6 . Seal Kit
17 O-Ring SO-NB-P9 1| Kit No. : KS-RBG-03-10
18 O-Ring SO-NA-P9 1

® List of Seals

W_P
s

Design 1080 Only

P——m

)
|

©,

®

Item | Name of Parts Part Numbers Qty. Remarks
11 O-Ring SO-NB-P9 2
12 O-Ring SO-NB-P24 1 Included in
13 O-Ring SO-NB-P28 3 | Seal Kit
14 O-Ring SO-NB-P30 1 Kit No. : KS-RBG-06-10
21 O-Ring SO-NA-P9 1
22 Bonded Seal SG-FB-3/8 1 e

Note: No bonded seals are included in the seal kits.
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M Unloading Relief Valves

These valves are used to operate the pumps with minimum load in
accumulator circuits or in high-low pump circuits.
In accumulator circuits, when the system pressure reaches to a cut out
pressure (adjusted maximum), the valve acts to divert the pump
delivery to the reservoir at low pressure, thus the pump is unloaded

automatically.

When the accumulator pressure drops to the cut in pressure (refer to
characteristic chart on page 269), the valve directs the pump delivery
to the accumulator and hydraulic system.
An integral check valve prevents reverse flow through the valve from
the accumulator.
In high-low pump circuits, the valve acts to unload the large volume
pump with the same manner as described above during load operation
of the small volume pump.

B Specifications

0
o
=
o
>
=
[
o
o
=
T
®
o
c
=

Max. Max. Flow | Approx. Mass
Model Numbers Operating Pres. L/min ke(1bs.)
MPa (PSI) (U.S.GPM) ELIDS:
BUCG-06-3:-30/3080/3090 125 12
(33) (26.5)
21 (3050) 250 511
BUCG-10-%:-25/2580/2590 '
(66) (47.4)
B Model Number Designation
F- BUC | G -06 -B i \'/ £
3 Cut-out Pres. 3 . . X
Special Seals Series Number | Type .0 f Vz?lve Adj. Range ! High Venting Design Standards
' Mounting Size 1 Pres. Feature Number
1 MPa(PSD |
F: B:2.5-7.0 't None:
Special Seals 1 06 (360-1020) 1 For High Japanese
for Phosphate BUC: ) ! G: | Venting Std. "JIS"
Ester Type Unloading i Sub-plate C:3.5-14 | Pressure 80: European
Fluids Relief Valve | Mounting (510-2030) ‘ Feature Design Std.
(Omit if not i . | (Omit if not 90: N. American
required) ] 10 H: (71'(())'2201_3050) ] required) Design Std.
% Use the high-venting-pressure type to reduce the shift time from unloading to onloading.
@ Pilot-drain system
A pilot-drain system is typically configured with an external pilot and an external drain, as
indicated by the right graphic symbol. However, customized pilot-drain systems with an internal Graphic Symbol

pilot are also available.

For the internal pilot type, the design standard number at the end of the model number is uniquely

assigned. Refer to the table below for the internal pilot type. Please contact us for details.

Pilot & Graphic European Design N. American Design Japanese Std.
Drain Conn. Symbols Standard Standard "JIS"
F:
Int. Pitot- R || BUCG-06-%%-30801 | BUCG-06-33-30901 BUCG-06-33-3001
Int. Drain 1 \ BUCG-10-#3-25801 | BUCG-10-%3-25901 BUCG-10-33-2501
=1
1
Int. Pitot- =val
] ‘ e BUCG-06-33-30802 BUCG-06-3x-30902 BUCG-06-3:-2502
Ext. Drain ! L
=
L

Unloading Relief Valves
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M Instructions

® To adjust the pressure, loosen the lock nut and turn the pressure adjustment handle slowly clockwise for higher
pressures or anti-clockwise for lower pressures. After adjustments, do not forget to tighten the lock nut.

® Take care not to neglect connecting the drain pipe to the reservoir; otherwise not only will the valve fail to operate
properly but also the line pressure will rise infinitely. Extend the end of the drain pipe into fluid.

® Limit the pressure drop between the valve and the accumulator in an accumulator circuit below 10% of the cut-out
pressure.

® Limit the drain port back pressure below 2% of the cut-out pressure.

W Attachment
® Mounting Bolts
Valve Model Socket Head Cap Screw
Numbers Japanese Std. "JIS" and European Design Std. N. American Design Std.
M16 < 55Lg. (2 pcs.) 5/8-11 UNC X 2-1/4 Lg. (2 pcs.)
BUCG-06 M16 < 110Lg. (2 pcs.) 5/8-11 UNC X 4-1/2 Lg. (2 pcs.)
M16x 130Lg. (2 pcs.) 5/8-11 UNC X5 Lg. (2 pes.)
BUCG-10 M20 < 70Lg. (2 pcs.) 3/4-10 UNC X 2-3/4 Lg. (2 pcs.)
M20 < 160Lg. (4 pcs.) 3/4-10 UNC X 6-1/2 Lg. (4 pcs.)
M Sub-plate
Valve Japanese Standard "JIS" European Design Standard N. American Design Standard Approx.
Model Sub-plate Thread Sub-plate Thread Sub-plate Thread Mass
Numbers Model Numbers Size Model Numbers Size Model Numbers Size kg (Ibs.)
BUCG-06 | BUCGM-06-20 | Rc3/4 BUCGM-06-2080 |3/4 BSP.F BUCGM-06-2090 |3/4 NPT 4.4 (9.7
BUCG-10 | BUCGM-10-20 | Rc 1-1/4 | BUCGM-10-2080 |1-1/4 BSP.F | BUCGM-10-2090 | 1-1/4 NPT 7.2(15.9)

@ Sub-plates are available. Specify the sub-plate model number from the table above. When sub-plates are not used, the mounting surface
should have a good machined finish.
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Unloading Relief Valves

BUCG-06-::%-30/3080/3090 Model Numbers "A" Thd. "B" Thd.
BUCG-06-33k-30 Rc 1/4 Rc 1/4
BUCG-06-33k-3080 1/4 BSP.Tr | 1/4 BSP.F
619 BUCG-06-%3#-3000 | 1/ANPT | 1/4NPT
127
90(5'00) Drain Port
(3.54) Fully Extended B Thd.
50 152 Lock Nut
(1.97) External Pilot Port (5.98) 14(.55) Hex.
(?22'2) B Thd. (210'2) 0 3 4 Pressure Adjustment Handlle
(YN | = ‘ QC.
Mounting Surface [ T 1k I = I
(O-Rings Furnished) \ [~~~ T ‘ b=
,,,,,, T ©
L-- T 5|9 (7))
. o ()
77777777777 — 17.5(.69) Dia. Through =~ |~ >
6(.24) Dia. —. 26(1.02) C' bore 3|8 T
Two Locating Pins \ [ [ _ b 2 Places e >
1 /_ Accumulator or > :'_=
i—l»¢ System Port 2‘) [}
(28 |- q = o
,,,,,,,,,,,,,,,, 1 Y, Pressure Inlet Port =]
=
88 Pressure Gauge Connection ke
(3.46) Tank Port 5 A" Thd. g
90 205 17.5(.69) Dia. Through -
o8 104 26(1.02) Dia. Spotface )
@.25) (4.09) 4 Places
110
(4.33)
128
(5.04)
DIMENSIONS IN | |
MILLIMETRES (INCHES)
B Sub-plate
BUCGM-06-20/2080/2090
102
(4.02)
78 12 ( 14:5)7)
11(.43) Dia. Through (3%%7) (447) ' 20
17.5(.69) Dia. Spotface 2.76) (6) (.79)
4 Places ’ 35 ’ 19
1.38 < (.75)
(1.88) 0@~ E
~|<
"A" Thd. Through (- Q) = y
6 Places : : ] \Ew\
LoD
N 5 wlag®
R gz | o o
@ A O 8e88 o T
7(.28) Dia. 8(.31) Deep SN 2Pes S S R I
2 Places \‘é i ¢ "’53 ;Z%‘
A To -
N ,4///" @ N
23(91) Dia. /@i - 3& -
"B" Thd. (From Rear) ‘
3 Places
Sub-plate Model No. "A" Thd. "B" Thd.
BUCGM-06-20 M16 Rc 3/4
BUCGM-06-2080 M16 3/4 BSP.F
BUCGM-06-2090 5/8-11 UNC 3/4 NPT
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BUCG-10-3-25/2580/2590 Model Numbers | "A"Thd. | "B" Thd.
BUCG-10-%3k-25 Rc 1/4 Rc 1/4
BUCG-10-#3k-2580 1/4 BSP.Tr | 1/4 BSP.F
BUCG-10-%3k-2590 1/4 NPT 1/4 NPT
159 Drain Port
(6.26) "B" Thd. Lock Nut
117 A Fully Extended 14(.55) Hex.
(4.61) External Pilot Port 154.5
455 "B" Thd. (6.08) Pressure Adjustment Handlle
57 ’
(1.79)
229 (e
(YT 21.5(.85) Dia. Through =
[ | Er‘ 32(1.26) C' bore
7777777 T ﬁ 2 Places
Mounting Surface ; Qy
(O-Rings Fumished) |44 B 3
Accumulator or System Port 2l s N o
B ittt Il T _ 1wy
6(.24) Dia. ,,,,,,,,,,,:‘[ 3 88
W Pressure Gauge Connection =
- "A" Thd. NI
o<
,,,,,,,,,,,,, 4" ~
1 A 4 Pressure Inlet Port
6 67 60 21.5(.85) Dia. Through
(24) | (2.64) Tank Port (2.36) 32(1.26) Dia. Spotface
136 120 4 Places
(5.35) (4.72)
137
(5.39)
DIMENSIONS IN | |
MILLIMETRES (INCHES)
B Sub-plate
BUCGM-10-20/2080/2090
120
(4.72) 45
92 14 (1.77)
11(.43) Dia. Through (3.62) (.55) 20
17.5(.69) Dia. Spotface 82.5 4.7 *’»<(7T)
4 Places (3.25) (.19) 19
41.3 - -
) ‘ (.75)
o0
y8 T~ :
"A" Thd. Through = i
6 Places —
.7 \s 1\ 1 |
N/ — |= 5|5 AL
328 8809 | |-
6 Lo MEE 2T |
/ Y wlo Nodlgg 819 17
7(.28) Dia. 8(.31) Deep <N dle | - ,\1437*
2 Places A * NIz g|loo 3 e
N N8l i
2N ]
N
28(1.10) Dia. 1
"B" Thd. (From Rear)
3 Places
Sub-plate Model No. "A" Thd. "B" Thd.
BUCGM-10-20 M20 Rc 1-1/4
BUCGM-10-2080 M20 1-1/4 BSP.F
BUCGM-10-2090 3/4-10 UNC 1-1/4 NPT
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M Cut-in Pressure vs. Cut-out Pressure
Hydraulic Fluid: Viscosity 35 mm?/s (164 SSU), Specific Gravity 0.850

BUCG-06,10
PSI MPa
2500} 18
16
2000 -
£ 12
% 1500
&
g 8
< 1000
O
500 4
(7))
ol >
0 5 10 15 20 MPa ©
>
| | | | | | -
0 1000 2000 3000 PSI =
Cut-out Pressure o
g
M Unloading Pressure vs. Flow 5
Hydraulic Fluid: Viscosity 35 mm?/s (164 SSU), Specific Gravity 0.850 8
BUCG-06 BUCG-10 5
PSI MPa PSI MPa
1.0 1.2
125 | | 150 |-
o 0.8 High Venting ) 1.0
2 | Pressure Feature L — 2 |
7 100 s \ T — I /
& 75| B E— | a 100 |- High Venting
b Standard / b Pressure Feature
= 0.4 = 06
ER L — Rl
5 o5]02 ) /@
0 0 o51- 0.2
0 50 100 150 L/min 0 0
| | | | | | | | .
0 10 20 30 20 0 ‘ ‘ 100‘ ‘ ‘200 ‘ ‘ 3?0 L/min
Flow Rate U.S.GPM 0 20 40 60 80
Flow Rate U.S.GPM
M Pressure Drop for Check Valve
Hydraulic Fluid: Viscosity 35 mm?/s (164 SSU), Specific Gravity 0.850
BUCG-06 BUCG-10
PSI MPa PSI MPa
60104 601~ 0.4
< i~ S B
A 0.3
é._ 40 1 0.3 / ? 40
A 0.2 A ~ 0.2
= ’ g . /
Z 20 o 1 Z 20} o
5] . ] .
0 . 0
0 50 100 150 L/min 0 50 100 150 200 250 300 L/min
| | | | | | | J ! ! ! ! | | | |
0 10 20 30 40 0 20 40 60 80
U.S.GPM U.S.GPM
Flow Rate Flow Rate
® For any other viscosity, multiply the factors in the table below. ® For any other specific gravity (G'), the pressure drop (4P') may
3 be obtained from the formula below.
Vi it mm7/s | 15 | 20 | 30 | 40 | 50 | 60 | 70 | 80 | 90 | 100
iscosi
Y SSU | 77 | 98 | 141 | 186 | 232 | 278 | 324 | 371 | 417 | 464 AP'=4P (G'/0.850)
Factor 0.81]0.8710.96(1.03|1.09|1.14 |1.19|1.23|1.27 | 1.30
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W Spare Parts List

BUCG-06-%:-30/3080/3090
BUCG-10-%:-25/2580/2590

T

T

_\

® List of Seals

e

SN

/6}

&)

i

Item Name of Parts Part Numbers Quantity
BUCG-06 BUCG-10
28 O-Ring SO-NB-P6 SO-NB-P6 3
29 O-Ring SO-NA-P9 SO-NA-P9 1
30 O-Ring SO-NB-P11 SO-NB-P9 1
31 O-Ring SO-NB-P12 SO-NB-P12 1
32 O-Ring SO-NB-P18 SO-NB-P18 1
33 O-Ring SO-NB-P24 SO-NB-P32 1
34 O-Ring SO-NB-P28 SO-NB-P32 5
35 O-Ring SO-NB-P32 SO-NB-P45 1

Note: When ordering the seals, please specify the seal kit number from the table below.

® List of Seal Kits

Valve Model Numbers Seal Kit Numbers
BUCG-06 KS-BUCG-06-30
BUCG-10 KS-BUCG-10-25

Unloading Relief Valves
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B Brake Valves

Brake valves are used on hydraulic cylinders and in brake circuits of
hydraulic motors. They can brake with any pressure, permitting
smooth stopping.

Graphic Symbols

(71}
o
UBGR-06-A UBGR-06-B UBGR-06-W 2>
10 10 10 S
()
X
[}
e o
M Specifications o
Max. .
Operating Pres. Ad;. Max. Flow
Model Numbers DS Range
MPa (PSI) MPa (PSI) L/min (U.S.GPM)
UBGR -03-%-B-20 * 0.7 - 7.0 (100 - 1020)
50(13.2)
UBGR-03 - -H-20 % 25 3.5-25(510-3630)
UBGR -06- % -20 3 (3630) | 0.7-25(100 - 3630) 125 (33.0)
UBGR -10-3-20 % 0.7 - 25 (100 - 3630) 200 (52.8)
B Model Number Designation
F- UBGR | -03 -A -B -20 i *
| Pres. Adj. R ; :
Special Seals Series Number | Valve Size Type relvaP o J(PS?)H £ Design Number | Sgrelfilagr[(lis
- ] A: B: 0.7-7.0 i
o 1 : . (100-1020) !
Special Seals UBGR: | 03 For A-Line H: 3.5.25 20 3
for Phosphate Brake | B: (510-3630) |
Ester Type Valves —] F . i Referto %
; ’ ! or B-Line ;
Fluids Sub-plate | 06 None: 0.7-25 20 |
(Omlt if not MOlllltil'lg ——— w: (100-3630) —
required) ! 10 For AeB-Lines 20 i
% Design Standards: None............ Japanese Standard "JIS" and European Design Standard
90 . N. American Design Standard

® Consult Yuken when detailed material such as dimensions figures is required.
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M Semiconductor Type Pressure Switches

These pressure switches have built-in electronic circuit on a semiconductor
pressure sensor and an open collector insulated by a photocoupler has been
used as output. As the use of semiconductor has put movable parts away from
the sensor section, high reliability and durability can be obtained.

These pressure switches are suitable for the applications not only compact,
light weight and vibration-proof are required but also better substitute to
conventional pressure switches.

B Model Number Designation

J T -02 -100 =11
. . . . e Design
Series Number | Type of Mounting Valve Size Setting Pressure Number
MPa (PSI)
4 35:3.5 (510)
* ?;I;elclgrﬁlsﬁzr T: Threaded 02 100: 10 (1450) 11
Switch Connection 200: 20 (2900) Cable
350: 35 (5080)
Electric Circuit
. . Trimmer
M Specifications LED Indicator
Model Numbers | JT-02 JT-02 JT-02 JT-02 /
Description -35-11 -100-11 -200-11 -350-11 .
Max. Operating MPa 10 10 20 35
Pressure (PSI) (1450) (1450) (2900) (5080)
MPa 20 20 40 50
Proof Pressure (PSD|  (2900) (2900) (5800) (7250)
Pressure Setting Range oy 0.1-35 1-10 2-20 3.5-35
(PSD)| (15-510) (145 -1450) | (290 —2900) | (510 -5080)

Pressure Setting
(ON pressure Setting)

Single adjustment: ON trimmer setting (variable resistor)*

Differential Pressure Setting

Single adjustment: DIFF trimmer setting

(OFF Pressure Setting) (-1 to -10% of the ON pressure setting)
Sign on act When the ON pressure, the LED indicator lights.
S S Open collector (photocoupler insulated) Maximum

operating voltage : 35 VDC; maximum current: 100 mA

Power Source

10 to 28 VDC (ripple included). A constant-voltage power
supply must be used. Curent consumption: 10 mA.

Pressure
f Sensor

Oil Pressure

Insulation Resistance

100 MQ or more

Response Time

1.5 ms 20 ms (damper contained)

Repeatability

Approx. 0.5 %

Operating Temperature Range

-20 to +70 °C (-4 to 158 °F)

Setting Fluctuation with
Temperature Drift

1% or less of the maximum operating pressure
relative to 10 °C change.

Storage Temperature Range

-40 to +105 °C (-40 to 221 °F)

Dust-proofness
/Water-Proofness

IEC Pub. 529 1IP54

Vibration-resistance

98 m/s2 (322 ft./s?) (10 — 55 Hz)

Shock-resistance

98 m/s2 (322 ft./s2)

Mass

17g (.39 1bs.)

Y Trimmer Rotation Angle: 0 to 260°

M Instractions

Voltage-proof test should not be carried out as semiconductor has been used.
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Differential Pressure

Setting Trimmer

DIMENSIONS IN
MILLIMETRES (INCHES)

Pressure Stting Trimmer

LED Indicator

(DIFF Trimmer) (ON Trimmer)
R 1/4 Thd.
I LED Light //MgE
Four-Conductor Cabele FEN
. EN
—2 | & (5mm (197 in.) OD) D N
Q o RED...... DIFF. N © g ON Setting
g - Power Supply @® PRESSTAE MO ~ (Selectedon 4 Differential
< ]: S i BLK...... @2 ON Trimmer) Pressure
> ® Power Supply © v OFF Setting
WHT......
Output @ (Selected on
15 15 p 30 OFF Range DIFF Trimmer)
(59) (59) GRN...... (1.18) \\\_/
41 2000 Output © LED Extinguished
(1.61) (78.7)
M Adjustment

1. Before starting, turn the ON and DIFF trimmers fully
clockwise. (Trimmer Rotation Angle:0 — 260°)

2. Turn on the power.

3. < ON pressure setting >
Apply required pressure to the switch. Turn ON trimmer
slowly anti-clockwise and stop it when LED indicator
lights, ON setting obtained.

M Application Examples of Electrical Circuit

4. < Differntial pressure setting >
Gradually reduce pressure to obtain the required OFF
pressure. Then, turn DIFF trimmer anti-clockwise
slowly and stop it when LED indicator goes off. The
OFF setting is now obtained.

5. Make sure if "ON" or "OFF" setting is correct by
working of LED indicator when applying or reducing
pressure repeatedly several times.

M Output Circuit of Semiconductor Type Pressure Switch
(Internal Circuit)

Pressure Switch

WHT
————0Output @
G@E
———0 Qutput ©

GRN

M Direct Relay Drive
@ Use relay operable at 100 mA or lower.
@ Connect surge voltage absorption diode (D) in parallel with the relay
coil.
@ Connect pretective diode (D) between the white and green wires.
Controller

D
777777 HT
o +v
D Relay
ov

———— —IGRN

M Connection to Sequential Controller
1. Sink System

77777 RED E
} DC12/24V
BLK [— _|

2. Source System

Pressure Switch

DC12/24V

M The usage below is possible because output circuit is
insulated by a photocoupler.
1. When AND circuit Two Pressures

The sequential controller is signaled only when pressure switches
No. 1 and 2 are both ON.

Power
Supply
777777777 T
Pressure
Switch No. 1
Pressure
Switch No. 2

2. When OR circuit two pressures

The sequential controller is signaled when either of pressure switches
No. 1 and 2 is ON.

e WHT
Power
Pressure Supply ...
Switch No. 1 GRN +V%‘5 ,,,,,,,
ffffffffff =
Pressure WI';IT L
Switch No. 2 i
GRN oV

Semiconductor Type Pressure Switches
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M Pressure Monitoring System

The pressure monitoring system is for watching hydraulic system pressure
and is composed of highly reliable pressure sensor (SJT:-02-10) and
easy-to-use digital pressure monitor (DPsk-3k-*-10). There is no specific
model number code for the pressure monitoring system itself, therefore,
when ordering, specify the digital pressure monitor and pressure sensor
with respective model number code.

©® Remote pressure indication

Even if the monitor is located away from the unit, remote pressure
indication can be obtained by combination with special sensors.

©® Remote-setting pressure sensors

The pressure sensor can be used as a pressure switch with two
contacts: top and bottom. Pressure can be set and checked without
using any other pressure gauge, moreover, such pressure setting and
pressure check can be made when no pressure is applied in the
hydraulic system.

M Digital Pressure Monitors

The digital pressure monitor indicates the system pressure and also
despatches signals when the system pressure reaches to the preset
pressure. The monitor can be separated from the sensor and installed
away from the sensor. The monitor and the sensor so separately installed
can be connected by wire, therefore, a long hydraulic piping is not
required. The digital pressure monitor provides high accuracy when it is
used with a special pressure sensor (SJT*-02-10).

M Specifications

Model .
T — Input Voltage Output System Pressure setting

0-4.5V/0-19.6 MPa Total 4 points:

DP20-3k-%-10 - i
(0-4.5V /02842 PSI) oolft;‘;f;gec“"“ high (HI) and low (LO)
0-4.5V/0=34.3 MPa § limits for 2 channels

Cskoske 40V - 100 mA (max. .
DP33-3-%-10 (0-4.5V /0 —4974 PSI) (max.) (each set independently)

B Pressure Sensor

The pressure sensor uses semiconductors and has no moving parts for
high reliability and durability.

It provides high accuracy when combined with the special monitor y
(DPsk-3k-3-10).

Ml Specifications

Model Numbers Rated Pres. Range Output Range * Power Supply

SIT20-02-10 0-20 MPa Graphic Symbol
(0= 2900 PSI)
05-45V DC5.04+0.5V ___Z
SIT35-02-10 035 MPa

(0-5080 PSI)

% Proportional to supply voltage if this voltage is 5.00 V

® Consult Yuken when detailed material such as dimensions figures is required.
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